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CEILING, HYGIENE SOLUTIONS

HY-C-301

Paroc Panel fixing to ceiling with hat-profile
INTERNAL WALLS, HYGIENE SOLUTIONS

OR-PF1 Fasteners for Paroc Panel 2
OR-E-101 Paroc Panel types 3
PAROC PANEL JOINT IN HYGIENE SOLUTIONS

HY-C-105 Paroc Panel Ceiling joint, hygiene solution 4
HY-I-105 Paroc Panel joint in hygiene solutions, horizontal installation 5
HY-I-106 Paroc Panel joint in hygiene solutions, vertical installation 6

HY-I-201 Fixing to floor, horizontally sawed panel. Horizontal installation 8
HY-I-206 Fixing to floor, horizontal or vertical installation 9
HY-I1-402 Fixing in corner, vertical installation 10
HY-I-403 Fixing in corner, flashing alternatives, vertical installation 11

EXTERNAL WALLS, HYGIENE

HY-E-202 Fixing to base, horizontal installation 12
HY-E-203 Fixing to base with penetrating fasteners, horizontal or vertical installation 13
HY-E-301 Fixing to steel frame, horizontal installation 14
HY-E-701 Installation of door, horizontal installation 15
HY-E-702 Installation of door with frame of L-profiles inside 16
HY-E-801 Installation of window or louver 17
HY-E-802 Installation of window or louver with frame of L-profile inside 18




This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com
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Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

>35mm (rec.55mm)

RB___ qﬁw

Concrete constructions
Stainless steel
Concrete screw

RB050 (50mm panel)
RB080 (80mm panel)
RB100 (100mm panel)

Stainless steel sealant washer d=22mm (also availeble with 19mm washer)
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RB120 (120mm panel)
RB150 (150mm panel)
RB175 (175mm panel)

RB200 (200mm panel)
RB240 (240mm panel)
RB300 (300mm panel)

ATTENTION !I! Pre-drill 6,0 - 6,3 mm!

>35 mm (rec.55mm)

SB_

Concrete constructions
Ceramic coated carbon steel
Concrete screw

SB050 (50mm panel)
SB080 (80mm panel)
SB100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with 19mm washer)

SB120 (120mm panel)
SB150 (150mm panel)
SB175 (175mm panel)

SB200 (200mm panel)
SB240 (240mm panel)
SB300 (300mm panel)

ATTENTION !!! Pre-drill 6,0 - 6,3 mm!

RS

Steel constructions 1.5 - 3 mm
Stainless steel
Drilling fastener

RS050 (50mm panel)
RS080 (80mm panel)
RS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RS120 (120mm panel)
RS150 (150mm panel)
RS175 (175mm panel)

LT

RS200 (200mm panel)
RS240 (240mm panel)
RS300 (300mm panel)

SS

Steel constructions 1.5 - 3 mm
Ceramic coated carbon steel
Drilling fastener

SS050 (50mm panel)
SS080 (80mm panel)
SS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SS120 (120mm panel)
SS150 (150mm panel)
SS175 (175mm panel)

SS200 (200mm panel)
SS240 (240mm panel)

RM

Steel constructions 3 - 12 mm
Stainless steel
Drilling fastener

RMO050 (50mm panel)
RMO080 (80mm panel)
RM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RM120 (120mm panel)
RM150 (150mm panel)
RM175 (175mm panel)

RM200 (200mm panel)
RM240 (240mm panel)
RM300 (300mm panel)

SM__

Steel constructions 3 - 12 mm
Ceramic coated carbon steel
Drilling fastener

SMO050 (50mm panel)
SMO080 (80mm panel)
SM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SM175

SM120 (120mm panel)

SM150 ?150mm panel; SM240 (240mm panel)
175mm panel

ISSULHT L —7

SM200 (200mm panel)

SM300 (300mm panel)

RW

Wood constructions
Stainless steel
Tapping fastener

RWO050 (50mm panel)
RWO080 (80mm panel)
RW100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

RW120 (120mm panel)
RW150 (150mm panel)
RW175 (175mm panel)

29mm)

RW200 (200mm panel)
RW240 (240mm panel)
RW300 (300mm panel)

sL @1[

Steel constructions
Stainless steel
Tapping fastener

> 1.5mm

SLO050 (50mm panel)
SLO080 (80mm panel)
SL100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

SL120 (120mm panel)
SL150 (150mm panel)
SL175 (175mm panel)

29mm)

SL200 (200mm panel)
SL240 (240mm panel)

ATTENTION !!! Predrilling needed. Drill dimension according to material thickness and steel type

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com
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Paroc Panel System: Original Detail No.: OR-E-101
Type: Paroc Panel profiles Scale: 1:10| Revision:
Subject: Paroc Panel types Date: 06.05.2021 | Beyision

Signature: JeN g%ﬂzsait%rr]e:

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Panel

Paroc Panel System: Hygiene | Detail No.: HY-C-105
Paroc — o -
. Type: Ceiling detail Scale: 1:5| Revision: A

. oy Revisi
System Subject: Paroc panel joint pate:  02/2012| B3 27.04.2021
.\ | Revisi
Signature: KjN S%\let%rr]e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Attention!
In case of direct food contact, use
sealant type AP-TT-16!

Paroc panel

1196 + 2

(AP-FS-11) Screw, RST c/c 300 mm

Joint sealing, sealant compound (AP-TT-13) or factory applied sealant

(AP-TT-13) Joint compound, transparent (applied at site)

Standard ceiling

External side (up)

Inside (down)

(AP-TT-12) Joint sealant, inside / Or factory applied sealant

applied on site.

(AP-TT-12) Joint sealant, inside

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System:

Hygiene | Detail No.:

HY-I-105

. Bq rocl Type: Internal detail
ane Subject: Paroc panel joint when used in

System food industry

Scale: 1:5] Revision: A
Date:  02/2012|BSe™"  28.04.2021

. . . ) . Revision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

(AP-TT-12) Joint sealant, inside

Washable wall joint

Take away
superfluous
material using
an empty tube

eI

XX

(AP-TT-12) Joint sealant, inside

NOTE! TT-16 to be used in
case of direct food contact!

Inside

Flat surface recommended

\os c/c 2
K.
X

Inside

1196 + 2

Paroc Panel

A

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Hygiene

Detail No.:

HY-I-106

Type: Internal wall

Scale:

1:5

Revision:

Paroc
:0 Panel

System

Subject: Paroc Panel joint when used in
food industry
Vertical installation

Date:  05/2021

Revision
Date:

Signature:

JeN

Revision
Signature:

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!
In case of direct food contact, use
sealant type TT-16!

s c/c 2
|74

Flat surface recommended

X

1196 + 2
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(AP-TT-12) Joint sealant, inside Washable wall joint (AP-TT-12) Joint sealant, inside

or TT-16 in case of direct
food contact

A/B

LA
PLLIFN
RS

Take away
superfluous
material using
an empty tube

or TT-16 in case of direct

food contact

A/B

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel
System

Paroc Panel System: Hygiene Detail No.: HY-C-301
Type: Ceiling Scale: 1:5] Revision: A
subject: Paroc panel fixing to ceiling with bate.  02/2012 | Beyision 27 04.2021

hat profile : Revi;ion —
Signature: JoW Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!

See Paroc Panel System Technical
Guide for protection of ceiling panels!

Attention!
In case of direct food contact, use
sealant type TT-16!

Steel

]%
N

ZEN
L=y

o
T

Bracket cleats

M12

Cover strip of steel

Stone wool infill

(AP-FS-11) Flashing screw, RST c/c 300 mm

Paroc Panel
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(AP-TT-12) Joint sealant, inside

(AP-TT-31) Frame sealant stripe, steel/wood

(AP-FS-11) Flashing screw, RST c/c 300 mm

(AP-KL-12) Fixing plate

(AFPLA25) Ceiling flashing

(AP-TR___) Joint insulation, Stone wool

7\

|
U UL

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
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:. System

Paroc Panel System: Hygiene Detail No.: HY-1-201
Type: Partition wall Scale: 1:5] Revision: A
subject: Paroc panel fixing to floor pate:  02/2012| B 28.04.2021
Horizontally sawed panel —
Horizontal installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
In case of direct food contact, use
sealant type AP-TT-16!

(AP-FC-11) Spike, carbon steel, concrete

Epoxy floor by
flooring specialist

Paroc Panel

(AP-TT-12) Joint sealant, inside

(AP-FS-11) Flashing screw, RST c/c 300 mm

(AFPMU) U-profile

(AP-TR___) Joint insulation, Stone wool

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Pq roc Paroc Panel System: Hygiene

. P I Type:  Partition wall

ane subject: Paroc Panel fixing to floor
System

Detail No.: HY-1-206
Scale: 1:5] Revision: A
. g to'} . Date:  02/2012| B 28.04.2021
Horizontal or vertical installation Rovis
) . evision
Signature: KjN Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
In case of direct food contact, use
sealant type AP-TT-16!

Paroc Panel

ASNANNNNNNNNNNNNNNNNNANNNNG

(AP-FC-11) Spike, carbon steel, concrete

(AP-TT-12) Joint sealant, inside in

the joints if vertical installation

See detail OR-E-106

(AP-TT-12) Joint sealant, inside

Fix the cheramic tiles with flexible compund

(AFPMU___ ) U-profile, exterior

to panel

Attention !! The panel coating grinded

(AP-TT-12) Joint sealant, inside

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Hygiene Detail No.: HY-1-402
Paroc . o
. Type: Internal detail Scale: 1:5] Revision: A
Clnel Subject: Paroc panel fixing in corner bate.  02/2012 | Beyision 28.04.2021
ystem Vertical installation ' —
) . Revision
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
In case of direct food contact, use
sealant type AP-TT-16!

(AP-FS

If fire partitioning wall, add L-profile
below the aluminium L-profile

Aluminium/PVC-flashing system *

-22) Flashing rivet c/c 300 mm

(AP-TR___

) Joint insulation, Stone wool

See also detail HY-1-403

Paroc Panel

(AP-TT-12) Joint sealant, inside

(AFPLVB) Corner flashing

Support flashing if needed

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Hygiene | Detail No.:

Type: Internal corner Scale: 1:5] Revision:

Subject: Parop Panel fixing in corner with bate.  02/2012 | Beyision 28.04.2021
ﬂaShlngS Revision
Vertical installation Signature: KjN | Signature:

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
In case of direct food contact, use
sealant type AP-TT-16!

(AP-TT-12) Joint sealant, inside

(AFPLV15) Flashing

(AFPLV16) Support profile

A

Paroc Panel

]

J Cut away

(AP-TT-12) Joint sealant, inside

(AP-FS-22) Flashing rivet c/c 300 mm

(AP-TR__

(AFPLVE__) Corner flashings

) Joint insulation, Stone wool

(AP-TT-12) Joint sealant, inside

(AP-TT-12) Joint sealant, inside

]
é‘— :

If fire partitioning wall, add L-profile

below the aluminium L-profile

Aluminium /PVC-flashing system

(AP-FS-22) Flashing rivet c/c 300 mm

(AFPLVE__) Corner flashings

(AP-TR___) Joint insulation, Stone wool

Paroc Panel

_?lf

ATTENTION !!! Fixing system when unvisible fixings

(AP-TT-12) Joint sealant, inside

(AFPLV15) Flashing

(AFPLV16) Support profile

Paroc Panel

(AP-TT-12) Joint sealant, inside

7

(AFPLVD___ ) Corner flashing /

(AFPLVE__) Corner flashings

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Hygiene Detail No.: HY-E-202
Type: Cladding detail Scale: 1:5] Revision: A
subject: Paroc Panel fixing to base bate:  02/2012| Beyision 28.04.2021

Horizontal installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!
In case of direct food contact, use
sealant type TT-16!

(AP-FC-11) Spike, carbon steel, concrete

(AP-TT-12) Joint sealant, inside

(AFPLB34) Internal flashing (stainless)
Birdsmouth t= 0,6 mm

25mm_* 2 mm

double sided polyethene
foam coated with high tack
acrylic based adhesive

AFPLB34, Flashing of stainless steel

Birdsmouth t= 0,6 mm

Paroc Panel

(AP-TR___) Joint insulation, Stone wool

(AP-TT-13) Joint compound, transparent

(AFPLD31) Socket flashing

(AFPIU) U-profile, normal joint

(AP-TT-61) Foundation sealant

(AP-TT-12) Joint sealant, inside

50 mm Bottle cove

A

D

A
A a,
Epoxy resin floor finish| . .
by flooring specialist g

Insulation when needed

Not Paroc Panel's responsibility

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Hygiene | Detail No.: HY-E-203
Type: Cladding Detail Scale: 1:5] Revision: A
Subject: Paroc P_anel fixing to base with bate.  02/2012 | Beyision 28.04.2021
penetrating fasteners Rovision
Horizontal or vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!
In case of direct food contact, use
sealant type TT-16!

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

maximum sealant

tapes to ensure ,%@

effectivity!

(AP-TT-51) Flashing sealant stripe

Paroc Panel

(AP-FS-11) Flashing screw, RST c/c 300 mm

Panel fixing, see detail OR-PF1

c/c 1000 mm

(AFPLD52A) Socket flashing

(AP-TT-12) Joint sealant, inside

Flashing of stainless steel
Birdsmouth (AFPLB34)

25mm *2 mm

double sided polyethene
foam coated with high tack
acrylic based adhesive

AFPLB34, internal flashing (stainless

Birdsmouth t= 0.6 mm
Screed fillet

(AP-TT-31) Frame sealant stripe, steel/wood

(AFPIL13) L-profile, t = 1.5 mm

Epoxy resin floor finish
by flooring specialist

(AFPLD53) Socket safety flashing

(AP-FC-11) Spike, carbon steel, concrete

> 40 mm

(AP-TT-13) Joint compound, transparent

(AP-FS-11) Flashing screw, RST c/c 300 mm

(AP-TT-41) Sealant tape, butyl, PE foil

overlap 100 mm

Grandolithic screed base
by flooring specialist

Kerbs bonded to floor
with polymer grout

(AP-TT-31) Frame sealant stripe, steel/wood

(AP-FC-11) Spike, carbon steel, concrete

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel
System

Paroc Panel System: Hygiene Detail No.: HY-E-301
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Paroc Panel fixing to steel frame bate:  02/2012| Beysion 28.04.2021

Horizontal installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!
In case of direct food contact, use
sealant type TT-16!

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(AP-TT-12) Joint sealant, inside

Paroc Panel

(AP-TT-31) Frame sealant stripe, steel/wood

(AP-TT-13) Joint compound, transparent

é
g
’
Z
%

777z

See detail OR-E-105

(AP-TT-13) Joint sealant, outside, transparent

>20 ,20,>20 See detail OR-E-105
Panel fixing, see detail OR-PF1

(AFPLA11) Vertical flashing

(AP-TR___) Joint insulation, Stone wool

(AP-TT-13) Joint sealant compound, see detail OR-E-105

(AP-TT-33) Flashing sealant tape

(AP-FS-11) Flashing screw, RST c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel
> System

Paroc Panel System: Hygiene Detail No.: HY-E-701
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Installation of door Date:  02/2012| BSie™"  28.04.2021

Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

The ends of the short
flashing
up alit

must be turned
e (as a groove)

Attention!

Joints always at same level for cover

flashings as for horizontal panel joint!
Safety flashing L=100 mm

Never install two flashings together

with screws in lenght direction! through the vertical joint

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!
Attention!
In case of direct food contact, use
sealant type TT-16!

(AP-TT-51) Flashing sealant stripe, butyl

(AP-FS-11) Flashing screw, RST c/c 300 mm

Safety flashing trough the vertical joint

(AP-FS-11) Flashing screw, RST, 1/corner

(AFPLI__) Window flashing

(AP-TT-13) Joint compound, transparent

Door frame

(TT-12) Joint sealant, inside

Paroc Panel J

(AP-FS-11) Flashing screw, 1/corner

(AP-TT-13) Joint compound, transparent

Panel joint

Paroc Panel

(AP-TT-12) Joint sealant, inside

PU-foam
(AP-TT-12) Joint sealant, inside

Safety flashing with
vertical panels

(AP-TT-12) Joint sealant, inside

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Type: Cladding Detall
@ Panel [ i

ystem L-profiles inside

Paroc Panel System: Hygiene Detail No.: HY-E-702
Scale: 1:5] Revision: A
Subject: Installation of door with frame of bate:  02/2012| Beyision 28.04.2021
Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Attention!
In case of direct food contact, use
sealant type TT-16!

(AP-TT-51) Flashing sealant stripe, butyl
(AP-FS-11) Flashing screw,c/c 300 mm

(AFPLI11) Flashing above window

Panel fixing, see detail OR-PF1

(AP-IF-11) Counter sink washer, RST

(AFPLI12) Window flashing

Paroc Panel

(AP-TT-12) Joint sealant, inside

Cut after installation with bolt scissors

(AFPIL32) L-profile, t =3 mm

(AP-TT-12) Joint sealant, inside

(AP-TR___) Joint insulation, Stone wool

Frame screw

(AP-TT-51) Flashing sealant stripe, butyl
(AP-FS-11) Flashing screw, c/c 300 mm

(AFPLI13) Window flashing /

Door frame

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Hygiene Detail No.: HY-E-801
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Installation of window or louvers Date:  02/2012 Bg;g?ion 28.04.2021

Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!
Attention!
In case of direct food contact, use
sealant type TT-16!

(AP-FS-11) Flashing screw
(AP-TT-13) Joint sealant, outside

(AP-TT-12) Joint sealant, inside

Paroc panel

(AP-TT-51) Flashing sealant, butyl

(AP-FS-11) Flashing screw, c/c 300 mm

Panel fixing, see detail OR-PF1
c/c 1000 mm

(AFPLI__) Window flashing

(AP-TT-13) Joint compound, transparent (AP-TT-31) Frame sealant

(AP-FS-11) Flashing screw, c/c 300 mm

(AP-TT-12) Joint sealant, inside
(AP-TT-12) Joint sealant, inside

PU-foam
Window frame

A-A

(AP-TT-12) Joint sealant, inside
PU-foam

¢

i
Paroc panel '

(AP-TT-12) Joint sealant, inside

(AP-FS-11) Flashing screw, RST c/c 300 mm

Window frame
PU-foam
(AP-TT-12) Joint sealant, inside

(AP-FS-11) Flashing screw

(AP-TT-13) Joint compound

(AP-TT-12) Joint sealant, inside

Panel fixing, see detail OR-PF1

(AFPLI__) Lower window flashing L

Paroc panel

(AP-TT-31) Frame sealant

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Hygiene Detail No.: HY-E-802
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Installation of V\_/ind(_)w or louver with bate:  02/2012| Beyision 28.04.2021
frame of L-profiles inside Rovis
. . evision
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and

OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

(AP-TT-51) Flashing sealant, butyl

Always use a tape roller on sealant

i

tapes to ensure
maximum sealant
effectivity!

(AP-FS-11) Flashing screw, c/c 300 mm

Panel fixing, see detail OR-PF1

(AP-TT-12) Joint sealant, inside

Cut after installation if needed

c/c 1000 mm

Attention!
In case of direct food contact,
sealant type TT-16!

(AFPLI11) Flashing above window

0
77777

use (AFPLI12) Window flashing

(AP-TR___

) Joint insulation, Stone wool

- AII177i

Use bolt-scissors!

(AFPIL32) L-profile, t=3mm
Frame screw

Window frame

Cut after installation if needed

Use bolt-scissors!
(AP-TT-12) Joint sealant, inside

(AFPIL32) L-profile

Paroc panel

(AP-TT-51) Flashing sealant, butyl

Frame screw

Window frame

(AFPLI13) Window flashing

B-B

(AP-FS-11) Flashing screw

cc 300 mm

Panel fixing, see detail OR-PF1

Panel fixing, see detail OR-PF1

(AFPLB31) Storm flashing

(AFPLI18) Window flashing

Paroc panel _~

Window frame

Frame screw

(AFPIL32) L-profile

'41"1“@ S

N
N
)
B i

Cut after installation if needed

Use bolt-scissors!

(AP-TT-12) Joint sealant, inside

[X] Supplier Paroc Panel System

18



http://www.parocpanels.com

	Paroc Panel System
	HY-C-105.pdf
	Sheets and Views
	Model


	HY-C-301.pdf
	Sheets and Views
	Model
	1



	OR-E-101.pdf
	Sheets and Views
	Model


	OR-E-105.pdf
	Sheets and Views
	Model
	1



	OR-E-106.pdf
	Sheets and Views
	Model


	OR-PF1.pdf
	Sheets and Views
	Model


	HY-I-201.pdf
	Sheets and Views
	Model


	HY-I-206.pdf
	Sheets and Views
	Model


	HY-I-402.pdf
	Sheets and Views
	Model


	HY-I-403.pdf
	Sheets and Views
	Model
	1



	HY-E-202.pdf
	Sheets and Views
	Model


	HY-E-203.pdf
	Sheets and Views
	Model
	1



	HY-E-301.pdf
	Sheets and Views
	Model
	1



	HY-E-701.pdf
	Sheets and Views
	Model


	HY-E-702.pdf
	Sheets and Views
	Model
	1



	HY-E-801.pdf
	Sheets and Views
	Model


	HY-E-802.pdf
	Sheets and Views
	Model


	HY-I-105.pdf
	Sheets and Views
	Model


	HY-I-106.pdf
	Sheets and Views
	Model


	HY-I-105.pdf
	Sheets and Views
	Model


	HY-I-106.pdf
	Sheets and Views
	Model


	HY-I-201.pdf
	Sheets and Views
	Model


	HY-I-206.pdf
	Sheets and Views
	Model


	HY-I-402.pdf
	Sheets and Views
	Model


	HY-I-403.pdf
	Sheets and Views
	Model
	1



	HY-C-105.pdf
	Sheets and Views
	Model


	HY-C-301.pdf
	Sheets and Views
	Model
	1



	HY-E-202.pdf
	Sheets and Views
	Model


	HY-E-203.pdf
	Sheets and Views
	Model
	1



	HY-E-301.pdf
	Sheets and Views
	Model
	1



	HY-E-701.pdf
	Sheets and Views
	Model


	HY-E-702.pdf
	Sheets and Views
	Model
	1



	HY-E-801.pdf
	Sheets and Views
	Model


	HY-E-802.pdf
	Sheets and Views
	Model


	Hygiene CAD-library, table of contents.pdf
	Paroc Panel System




