
Paroc Panel

Cover strip of steel

Stone wool infill

M12 

Bracket cleats

Steel

a

a

(AP-FS-11) Flashing screw, RST c/c 300 mm

(AP-TR___) Joint insulation, Stone wool

(AP-FS-11) Flashing screw, RST c/c 300 mm

(AFPLA25) Ceiling flashing

(AP-KL-12) Fixing plate

(AP-TT-12) Joint sealant, inside

(AP-TT-31) Frame sealant stripe, steel/wood

Paroc Panel System:

Date:

Signature:

Scale:

Subject:

Type:

Detail No.:

Copyright Paroc Panel System 2019-07-01Project specific changes on designer’s responsibility
Notice: Principle Master Detail

T
h
i
s
 
d
e
t
a
i
l
 
h
a
s
 
b
e
e
n
 
d
o
n
e
 
t
o
 
h
e
l
p
 
a
r
c
h
i
t
e
c
t
s
,
 
e
n
g
i
n
e
e
r
s
 
a
n
d
 
i
n
s
t
a
l
l
e
r
s
 
w

h
e
n
 
u
s
i
n
g
 
P

A
R

O
C

 
p
a
n
e
l
s
.

B
e
f
o
r
e
 
u
s
i
n
g
 
t
h
i
s
 
d
e
t
a
i
l
,
 
c
h
e
c
k
 
l
a
t
e
s
t
 
v
e
r
s
i
o
n
 
a
t
 
w

w
w

.
p
a
r
o
c
p
a
n
e
l
s
.
c
o
m

[X] Supplier Paroc Panel System

Date:

Signature:

Revision:

Revision

Revision

Hygiene

Ceiling

Paroc panel fixing to ceiling with

hat profile
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Attention!

See Paroc Panel System Technical

Guide for protection of ceiling panels!

Attention!

In case of direct food contact, use

sealant type TT-16!

http://www.parocpanels.com
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