
Paroc Panel System:

Date:

Signature:

Scale:

Subject:

Type:

Detail No.:

Copyright Paroc Panel System 2019-07-01Project specific changes on designer’s responsibility
Notice: Principle Master Detail

T
h
i
s
 
d
e
t
a
i
l
 
h
a
s
 
b
e
e
n
 
d
o
n
e
 
t
o
 
h
e
l
p
 
a
r
c
h
i
t
e
c
t
s
,
 
e
n
g
i
n
e
e
r
s
 
a
n
d
 
i
n
s
t
a
l
l
e
r
s
 
w

h
e
n
 
u
s
i
n
g
 
P

A
R

O
C

 
p
a
n
e
l
s
.

B
e
f
o
r
e
 
u
s
i
n
g
 
t
h
i
s
 
d
e
t
a
i
l
,
 
c
h
e
c
k
 
l
a
t
e
s
t
 
v
e
r
s
i
o
n
 
a
t
 
w

w
w

.
p
a
r
o
c
p
a
n
e
l
s
.
c
o
m

[X] Supplier Paroc Panel System

Date:

Signature:

Revision:

Revision

Revision

Original OR-E-802

Cladding Detail

Installation of window, opening cut 

around the window frame

1:5

02/2012

KjN

A

26.04.2021

JeN

Frame screw

* Maximum allowed load/clip: 0.5 kN

(AP-WS___) Window fixing stripe when cut sides

t=1.25 mm, c/c < 1000 *

t=1.25 mm, c/c < 1000 *

t=1.25 mm, c/c < 1000 *

Vertical

Side frame

(TT-51) Flashing sealant stripe, butyl, grey

(AFPLI11) Flashing above window

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI12) Window flashing

(FS-11) Flashing screw, RST c/c 300 mm

 Paroc Panel

(TT-13) Joint compound, transparent

 Wood border

(TT-13) Joint compound, transparent

(AP-WS___) Window fixing clips

(FS-11) Flashing screw, 4 / stripe

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI13) Window flashing

(AP-WS___) Window fixing clips

(AFPLB32) Window storm flashing

(AFPLI18) Window flashing

(AP-WS___) Window fixing stripe

(TT-33) Flashing sealant tape

Information about joint sealants can

be found in details OR-E-105 and

OR-E-106.

Attention! 

Joints always at same level for cover

flashings as for horizontal panel joint!

Never install two flashings together

with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure

maximum sealant

effectivity!

http://www.parocpanels.com
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