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>35mm (rec.55mm)
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Concrete constructions
Stainless steel
Concrete screw

RB050 (50mm panel)
RB080 (80mm panel)
RB100 (100mm panel)

Stainless steel sealant washer d=22mm (also availeble with 19mm washer)
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RB120 (120mm panel)
RB150 (150mm panel)
RB175 (175mm panel)

RB200 (200mm panel)
RB240 (240mm panel)
RB300 (300mm panel)

ATTENTION !I! Pre-drill 6,0 - 6,3 mm!

>35 mm (rec.55mm)
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Concrete constructions
Ceramic coated carbon steel
Concrete screw

SB050 (50mm panel)
SB080 (80mm panel)
SB100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with 19mm washer)

SB120 (120mm panel)
SB150 (150mm panel)
SB175 (175mm panel)

SB200 (200mm panel)
SB240 (240mm panel)
SB300 (300mm panel)

ATTENTION !!! Pre-drill 6,0 - 6,3 mm!
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Steel constructions 1.5 - 3 mm
Stainless steel
Drilling fastener

RS050 (50mm panel)
RS080 (80mm panel)
RS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RS120 (120mm panel)
RS150 (150mm panel)
RS175 (175mm panel)
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RS200 (200mm panel)
RS240 (240mm panel)
RS300 (300mm panel)

SS

Steel constructions 1.5 - 3 mm
Ceramic coated carbon steel
Drilling fastener

SS050 (50mm panel)
SS080 (80mm panel)
SS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SS120 (120mm panel)
SS150 (150mm panel)
SS175 (175mm panel)

S$S200 (200mm panel)
SS240 (240mm panel)

RM

Steel constructions 3 - 12 mm
Stainless steel
Drilling fastener

RMO050 (50mm panel)
RMO080 (80mm panel)
RM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RM120 (120mm panel)
RM150 (150mm panel)
RM175 (175mm panel)

RM200 (200mm panel)
RM240 (240mm panel)
RM300 (300mm panel)
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Steel constructions 3 - 12 mm
Ceramic coated carbon steel
Drilling fastener

SMO050 (50mm panel)
SMO080 (80mm panel)
SM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SM175

SM120 (120mm panel)

SM150 ?150mm panel; SM240 (240mm panel)
175mm panel
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SM200 (200mm panel)

SM300 (300mm panel)

RW

Wood constructions
Stainless steel
Tapping fastener

RWO050 (50mm panel)
RWO080 (80mm panel)
RW100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

RW120 (120mm panel)
RW150 (150mm panel)
RW175 (175mm panel)

29mm)

RW200 (200mm panel)
RW240 (240mm panel)
RW300 (300mm panel)
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Steel constructions
Stainless steel
Tapping fastener

> 1.5mm

SLO050 (50mm panel)
SLO080 (80mm panel)
SL100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

SL120 (120mm panel)
SL150 (150mm panel)
SL175 (175mm panel)

29mm)

SL200 (200mm panel)
SL240 (240mm panel)

ATTENTION !!! Predrilling needed. Drill dimension according to material thickness and steel type
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