This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

® Panel

System

Paroc Panel System: Hygiene | Detail No.: HY-1-403
Type: Internal corner Scale: 1:5] Revision: A
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Vertical installation signature: KN | Sansiore: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.
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(TT-12) Joint sealant, inside

Attention!
In case of direct food contact, use
sealant type TT-16!

(AFPLV15) Flashing

(AFPLV16) Support profile

Paroc Panel
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J Cut away

(TT-12) Joint sealant, inside
(FS-22) Flashing rivet c/c 300 mm
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(AFPLVE_ ) Corner flashings

(TR___) Joint insulation, Stone wool

(TT-12) Joint sealant, inside

If fire partitioning wall, add L-profile
below the aluminium L-profile

Aluminium /PVC-flashing system

(TT-12) Joint sealant, inside

(FS-22) Flashing rivet c/c 300 mm
(AFPLVE__) Corner flashings

(TR___) Joint insulation, Stone wool

ATTENTION !!! Fixing system when unvisible fixings
(TT-12) Joint sealant, inside

Paroc Panel
(AFPLV15) Flashing

(AFPLV16) Support profile
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Paroc Panel

(TT-12) Joint sealant, inside
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(AFPLVD___ ) Corner flashing /

(AFPLVE__) Corner flashings

[X] Supplier Paroc Panel System
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