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DETAIL PAGE
NUMBER DESCRIPTION

NUMBER
PANEL FASTENERS AND PANEL TYPES
OR-PF1 Fasteners for Paroc Panels
OR-E-101 Paroc Panel types

STANDARD SOLUTIONS FOR CEILINGS

—_

N

OR-C-105 Paroc Panel joint in ceilings 3
OR-C-106 Paroc Panel joint when load-bearing ceiling 4
OR-C-301 Paroc Panel ceiling, installation with hat-profile 5
OR-C-901 Fixing to bearing structures when heavy loads or continuous foot traffic 6
STANDARD SOLUTIONS FOR EXTERNAL WALLS - PANEL JOINTS

OR-E-105 Paroc Panel joint, horizontal installation 7
OR-E-106 Paroc Panel joint, vertical installation 8
OR-E-201 Fixing to base with L-profile on internal side, horizontal installation 9
OR-E-202 Fixing to base with U-profile in female joints, horizontal installation 10
OR-E-203 Fixing to base when even surface on internal side, horizontal installation 11
OR-E-204 Fixing to base with L-profile on internal side of panel, vertical installation 12
OR-E-205 Fixing to footing, vertical installation 13
OR-E-212 Fixing to base with socket profile inserted into panel, vertical installation 14
OR-E-213 Fixing of sawed panel to base with socket profile inserted into panel, horizontal installation 15
STANDARD SOLUTIONS FOR EXTERNAL WALLS - CONNECTION OF ROOF AND EXTERNAL WALL
OR-E-242 Connection of roof and external wall, panel fixing with L-profile 16
OR-E-243 Connection of roof and external wall, panel fixing with U-profile, horizontal installation 17
STANDARD SOLUTIONS FOR EXTERNAL WALLS - FIXING TO FRAME

OR-E-301 Fixing to steel frame, horizontal installation 18
OR-E-301A Fixing to steel frame with tape behind vertical flashings, horizontal installation 19
OR-E-303 Fixing to concrete frame, horizontal installation 20
OR-E-304 Wall extension, vertical installation 21
OR-E-305 Wall extension when fixing to lower roof construction, horizontal installation 22
OR-E-306 Wall extension when fixing to lower roof construction, vertical installation 23
OR-E-308 Wall extension when fixing to lower roof construction, horizontal installation 24
OR-E-309 Wall extension when fixing to lower roof construction, surface cut, horizontal installation 25
OR-E-401 Fixing to steel frame at corner, horizontal installation 26
OR-E-402 Corner, fixing to steel frame, horizontal installation 27
OR-E-403 Inner corner, fixing to column, horizontal or vertical installation 28
OR-E-404 Corner, fixing to steel column, vertical installation 29
OR-E-451P Inner corner, fixing to steel frame, horizontal or vertical installation 30
OR-E-452 Inner corner, fixing to steel frame, horizontal or vertical installation 31
OR-E-453 Inner corner, horizontal installation 32
OR-E-454 Inner corner, fixing to steel frame in different places, horizontal or vertical installation 33

OR-E-456 Inner corner, external wall 34




STANDARD SOLUTIONS FOR INTERNAL WALLS - EAVE AND ROOF SOLUTIONS

STANDARD S

OLUTIONS FOR EXTERNAL WALLS - DOOR AND WINDOW SOLUTIONS

OR-E-501 Long side eave, horizontal installation 35
OR-E-502 Long side eave, vertical installation 36
OR-E-503 Gable eave, horizontal installation 37
OR-E-504 Gable eave, vertical installation 38
OR-E-505 Long side eave roof with bitumen or PVC coating, horizontal or vertical installation 39
OR-E-506 Long side eave when corrugated steel sheet roof 40
OR-E-507 Long side eave, roof with bitumen or PVC, horizontal or vertical installation 41
OR-E-508 Gable eave, roof with bitumen waterproofing, horizontal or vertical installation 42
OR-E-511 Gable with projecting eave, bitumen or similar waterproofing, horizontal or vertical installation 43
OR-E-512 Long side projecting eave, bitumen or similar waterproofing, horizontal or vertical installation 44
OR-E-513 Long side projecting eave, bitumen or similar waterproofing, horizontal or vertical installation 45
OR-E-528 Roof detail, horizontal installation 46
OR-E-529 Eave, panel fixing without penetrating screws, horizontal installation 47
OR-E-531 Non-vented RIPRAP eave system, horizontal installation 48
OR-E-532 Vented RIPRAP eave system, horizontal installation 49
OR-E-533 Long side eave, horizontal installation 50
OR-E-535 Long side eave, Paroc Panel roof system with flat steel waterproofing, horizontal installation 51

STANDARD S

OLUTIONS FOR EXTERNAL WALLS - FIXING TO INTERMEDIATE FLOOR

OR-E-701 Installation of door 52
OR-E-703 Installation of large door 53
OR-E-722 Installation of door, horizontal or vertical installation 54
OR-E-801 Installation of window, horizontal installation 55
OR-E-802 Installation of window, opening cut around the window frame 56

STANDARD S

OLUTIONS FOR EXTERNAL WALLS - OTHER SOLUTIONS

OR-E-901 Fixing to intermediate floor, horizontal installation 57
OR-E-902 Fixing to intermediate floor where floor deflections, horizontal installation 58
STANDARD SOLUTIONS FOR EXTERNAL WALLS - BALCONY SOLUTIONS

OR-E-952 Flexible balcony system 59
OR-E-953 Balcony corner detail 60
OR-E-954 Middle wall, wall end 61

OR-E-955 Fixing of ladder to Paroc Panel wall 62
OR-E-4011 Corner, 300 mm panel fixing to steel column 63
Paroc
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STANDARD SOLUTIONS FOR INTERNAL WALLS - PANEL JOINTS

STANDARD SOLUTIONS FOR INTERNAL WALLS - FIXING TO ROOF

OR-I-301

Fixing to concrete roof with fire profiles, vertical installation
STANDARD SOLUTIONS FOR INTERNAL WALLS - CORNER SOLUTIONS

OR-I-105 Paroc Panel joint, horizontal or vertical installation 64
OR-I-106 Paroc Panel joint, washable wall, horizontal or vertical installation 65
OR-I-201 Fixing to floor with U-flashing, horizontal installation 66
OR-1-202 Fixing to floor with L-profiles, horizontal and vertical installation 67
OR-I-206 Fixing to floor with white U-profile, vertical installation 68

OR-I-401 Corner with flashings on internal and external side, vertical installation 70
OR-1-402 Fixing in T-corner, vertical installation 71
OR-1-403 Fixing in T-corner to concrete wall, vertical installation 72
OR-1-404 Fixing in corner, horizontal installation 73
OR-I-406 Fixing in corner with steel frame, horizontal installation 74
OR-I-701 Installation of door, horizontal or vertical installation 75
OR-1-901 Penetration true Paroc Panel 76
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

z. System

Paroc Panel System: Original Detail No.: OR-PF1
Type: Accessories detalil Scale: 1:5] Revision: A
Subject: Fasteners for Paroc Panels bate:  02/2012 Bg¥é§ion 20.04.2021

Signature: JoW g%\ggit%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

>35mm (rec.55mm)

RB___ qﬁw

Concrete constructions
Stainless steel
Concrete screw

RB050 (50mm panel)
RB080 (80mm panel)
RB100 (100mm panel)

Stainless steel sealant washer d=22mm (also availeble with 19mm washer)

#ILLLNLLNLLN LR
7

RB120 (120mm panel)
RB150 (150mm panel)
RB175 (175mm panel)

RB200 (200mm panel)
RB240 (240mm panel)
RB300 (300mm panel)

ATTENTION !I! Pre-drill 6,0 - 6,3 mm!

>35 mm (rec.55mm)

SB_

Concrete constructions
Ceramic coated carbon steel
Concrete screw

SB050 (50mm panel)
SB080 (80mm panel)
SB100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with 19mm washer)

SB120 (120mm panel)
SB150 (150mm panel)
SB175 (175mm panel)

SB200 (200mm panel)
SB240 (240mm panel)
SB300 (300mm panel)

ATTENTION !!! Pre-drill 6,0 - 6,3 mm!

RS

Steel constructions 1.5 - 3 mm
Stainless steel
Drilling fastener

RS050 (50mm panel)
RS080 (80mm panel)
RS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RS120 (120mm panel)
RS150 (150mm panel)
RS175 (175mm panel)

LT

RS200 (200mm panel)
RS240 (240mm panel)
RS300 (300mm panel)

SS

Steel constructions 1.5 - 3 mm
Ceramic coated carbon steel
Drilling fastener

SS050 (50mm panel)
SS080 (80mm panel)
SS100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SS120 (120mm panel)
SS150 (150mm panel)
SS175 (175mm panel)

SS200 (200mm panel)
SS240 (240mm panel)

RM

Steel constructions 3 - 12 mm
Stainless steel
Drilling fastener

RMO050 (50mm panel)
RMO080 (80mm panel)
RM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

RM120 (120mm panel)
RM150 (150mm panel)
RM175 (175mm panel)

RM200 (200mm panel)
RM240 (240mm panel)
RM300 (300mm panel)

SM__

Steel constructions 3 - 12 mm
Ceramic coated carbon steel
Drilling fastener

SMO050 (50mm panel)
SMO080 (80mm panel)
SM100 (100mm panel)

Stainless steel sealant washer options: d=19mm, d=29mm

SM175

SM120 (120mm panel)

SM150 ?150mm panel; SM240 (240mm panel)
175mm panel

ISSULHT L —7

SM200 (200mm panel)

SM300 (300mm panel)

RW

Wood constructions
Stainless steel
Tapping fastener

RWO050 (50mm panel)
RWO080 (80mm panel)
RW100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

RW120 (120mm panel)
RW150 (150mm panel)
RW175 (175mm panel)

29mm)

RW200 (200mm panel)
RW240 (240mm panel)
RW300 (300mm panel)

sL @1[

Steel constructions
Stainless steel
Tapping fastener

> 1.5mm

SLO050 (50mm panel)
SLO080 (80mm panel)
SL100 (100mm panel)

Stainless steel sealant washer d=22mm (also available with d=19mm and d=

SL120 (120mm panel)
SL150 (150mm panel)
SL175 (175mm panel)

29mm)

SL200 (200mm panel)
SL240 (240mm panel)

ATTENTION !!! Predrilling needed. Drill dimension according to material thickness and steel type

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

x. System

Paroc Panel System: Original Detail No.: OR-E-101
Type: Paroc Panel profiles Scale: 1:10| Revision:
Subject: Paroc Panel types Date: 06.05.2021 | Beyision

Signature: JeN g%ﬂzsait%rr]e:

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01
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[X] Supplier Paroc Panel System
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Panel

pq roc Paroc Panel System: Original Detail No.: OR-C-105
z. Type: Ceiling detalil Scale: 1:5] Revision: A

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Syste Subject: ParOC Panel J0|nt In Cel|lngS Date: 02/2012 Dg¥é5|0n 27042021
Signature: KjN S%\let%rr]e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
Paroc Panel
v 1196 +2 v
A 71

(FS-11) Joint screw, RST c/c 300 mm

(TT-13) Joint sealant compound, transparent

If needed, applied at building site Factory applied sealant or joint sealant compound (TT-13)

External side

Internal side

(p—®

(TT-13) Joint compound, transparent (or factory applied sealant)

BN . .
g.:.:::i; Always use joint sealant compound at panel ends

"’ -7 . .
B and behind flashing and column

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-C-106

. P nel Type: Ceiling detalil Scale: 1:5] Revision: A
. . 1 1 H R el
a Subject: Pa_r_oc Panel joint when load bearing bate:  02/2012| Beyision 15.04.2021
ystem ceiling
Signature: KjN Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Attention!

See Paroc Panel System Technical
Guide for protection of ceiling panels!

Load bearing corrugated steel sheet

Installation at building site

Paroc panel
L 1196 +2

A A

(FS-11) Flashing screw, RST c/c 300 mm

4 pcs/m2

Load bearing corrugated steel sheet
Paroc Panel

Joint sealant (compound or factory appleid sealant)

- — e — o —

4 —_ e —_ —_ = . = .4

Alternative A

Alternative B

Factory applied sealant

(TT-13) Joint compound, transparent

[X] Supplier Paroc Panel System



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System:

Original | Detail No.:

OR-C-301

Paroc

Type:  Ceiling detail
. Pqnel Subject: Paroc Panel ceiling

Scale: 1:5] Revision: A
Revision

System Installation with hat profile Date:  02/2012 o 15.04.2021
. evision

Signature: JoW Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Attention!

See Paroc Panel System Technical
Guide for protection of ceiling panels!

Suspension device M12

7
Paroc Panel 7/////////////////////////

Steel stripes

(FS-11) Flashing screw, RST c/c 300 mm

S

Lock/

(TR___) Joint insulation, Stone wool

KL-12

B.= 2.5 kN/side when 50C stone wool type
R.«= 3.8 kN/side when 75C/F stone wool type

For fire rating see detail FI-C-201 and FI-C-202

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(KL-12) Fixing plate

(AFPLA11) Vertical flashing

[X] Supplier Paroc Panel System
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Copyright Paroc Panel System 2019-07-01

Project specific changes on designer’s responsibility

Notice: Principle Master Detail
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[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

:. Bg::‘oecl Type: Cladding Detail

System

Paroc Panel System: Original Detail No.: OR-E-105

Scale: 1:5] Revision: A

Subject: Paroc panel joint pate:  02/2012| B3 08.12.2020
Horizontal installation Rovision

Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

A/B

Factory applied sealant

Outside

A/B

J

XX
%

0,
5
R
XKL

Iv o ava%
RRRRRS

e

KRN
(5K
&
!

N
1

Always joint compound at panel ends
and behind flashing and column

Inside

).

(AP-TT-13) Joint compound, transparent

Always joint compou

nd at panel ends

and behind flashing and column

1196 + 2

Paroc Panel

——%

[X] Supplier Paroc Panel System



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

%

Paroc

Panel
System

Paroc Panel System: Original Detail No.: OR-E-106
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Paroc panel joint pate:  02/2012| B  08.12.2020

Vertical installation : — —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Factory applied sealant

Always use joint sealant at panel ends

and behind flashing and column

External side

1196 +2

Internal side

- (—@ >

A/ B at panel ends

(AP-TT-13) Joint sealant, transparent

Always use joint sealant at panel ends
and behind flashing and column

Paroc Panel

—

[X] Supplier Paroc Panel System



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-201

Type: Cladding Detail Scale: 1:5] Revision: A

Subject: Paroc panel fixing to base with bate.  02/2012 | Beyision 08.12.2020
L-profile on internal side : Revi;ion —
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

Panel fixing, see OR-PF1 _v|

(FC-11) Spike, carbon steel, concrete

AFPLD52A Socket flashing

AFPLD53, Socket safety flashing

A
‘l e w.w["'l
I
L o
N 4
B ki 40 |
L -4 B
i 4 a9
- o
. 4 < .

Paroc Panel

(TT-31) Frame sealant stripe, steel/wood
AFPIL13, L-profile
Tmin=1.5mm

(TR___) Joint insulation, Stone wool

(TT-51) Flashing sealant stripe, butyl

(FS-11) Flashing screw, RST c/c 300 mm

Joint sealant (Factory sealant or TT-13)

Joint sealant (Factory sealant or TT-13)

At panel ends TT-13 joint sealant compound

(TT-61) Foundation sealant, EPDM

(FC-11) Spike, carbon steel, concrete

B

At panel ends TT-13 joint sealant compound

(FS-11) Flashing screw, RST ¢/c 300 m

(TT-41) Sealant tape, butyl, PE foil

At vertical joints

[X] Supplier Paroc Panel System



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-202

Type: Cladding Detail Scale: 1:5] Revision: A

Subject: Paroc panel fixing to base with bate.  02/2012 | Beyision 08.12.2020
U-profile in the female joints : Revi;ion —
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

A, At panel ends

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

| AFPIU, Steel profile t=1.25 mm

Fill the gaps with compund where there is TT-41 at panel ends

3 \ 2

== (TT-41) Sealant tape, butyl

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

Paroc Panel 7

Vertical flashing at panel ends

Column

(FW-11) Flashing screw, RST,

Small pieces of butyl tape over the panel end joint
and 100mm up on the panel surface when wind load
over 0.7 kN/m2

(TT-61) Foundation sealant, EPDM

wood

(TR__

) Joint insulation, Stone wool N

AFPIU, U-Profile, normal joint

AFPLD31, Socket flashing

Paroc Panel

Vertical flashing at panel ends

Sealant, applied at factory, or on site (TT-13)

(TT-13) Joint compound, transparent

J ANV =y fil
SOV — = = — A\

C,Behind column

I
——4--
CoE T e
[
b

|
|
A
i - :EA LT |
1 SN < 4 . . |
q...A ) .I'd 'd--‘/ﬁ : . _.
SR PE EER P
. 7. :
a ; f\d\q.\. I <-!
e N TR NGl IS P SV

Column

(FC-11) Spike, carbon steel, co

ncrete

(TR___) Joint insulation, Stone

wool

(TT-13) Joint compound outsid

e

AFPLD31, Socket flashing

Insulation footing element

/

l rilllllllllllllll""llllIlllllll l

IT-81 frame seal
on thg column

Colunn

This gap must be filled
with polyurethan

*

(TT-61) Foundation sealant, EPDM

AFPIU, U-Profile, normal joint

Sealant, applied at factory, or on site (TT-13)

(TT-13) Joint compound, transparent

4 %

[X] Supplier Paroc Panel System



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

%

Paroc
Panel
System

Paroc Panel System: Original Detail No.: OR-E-203
Type: Cladding Detail Scale: 1:5] Revision: A
Subject: Paroc Panel fixin_g to base_ when bate:  02/2012| Beyision 08.12.2020
even surface on internal side Rovision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and

OR-E-106.

Always use a tape roller on sealant

tapes to ensure

maximum sealant

effectivity!

Sealant, applied at factory, or on site (TT-13)

G

FC-11 Spike, carbon steel, concrete

(AFPIU__) U-Profile, normal joint

(TT-61) Foundation sealant, EPDM

(FW-11) Flashing screw, RST, wood

(If wood below)

(TR___) Joint insulation, Stone wool

(TT-13) Joint compound, transparent

AFPLD31, Socket flashing

AFPLD29 Socket, Support flashing

(TT-41) Sealant tape, butyl, PE foil

(TT-13) Joint compound, transparent

or factory applied sealant

(TT-13) Joint compound, transparent

Paroc Panel

—
74

; I]llllllllllll""’_',llllllllllllllll

a9

Behind column

or factory applied sealant

/|

End joint

O,
(2

5
KK

<)

=5

RRRRRALD
SPEXK

X x

gsme seal
on the coumn

*

5%
%
bores

5%

N
ARTTtnnivivn vy
X X

o (TT-41) Sealant tape, butyl, PE foil

100

Flashing

This gap must be
filled with polyurethan

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-E-204

Paroc

. P I Type: Cladding Detail Scale: 1:5] Revision: A
qne Subject: Paroc Panel fixing to base with bate:  02/2012 Bg¥é§ion 08.12.2020

System L-profile on internal side of panel —

Vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

External and internal joint External and internal joint at panel ends
and behind flashings and column

(TT-13) Joint compound, transparent

Factory applied sealant
or joint compound (TT-13)

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c¢/c 300 mm (TT-31) Frame sealant stripe, steel/wood

Panel fixing, see OR-PF1 Cut after installation with bolt-scissor if needed

AFPIL13, L-profile

AFPLD52A, Socket flashing

AFPLD53, Socket safety flashing S
< a 40< I .4 <
(FC-11) Spike, carbon steel, concrete S J+ Ta o<,
N e ae
s . 4 . A
< a . - q. 4

(FC-11) Spike, carbon steel, concrete

(TR___) Joint insulation, Stone wool

(TT-61) Foundation sealant, EPDM

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-205
Type: Cladding Detail Scale: 1:5| Revision: A
subject: Paroc panel fixing to footing bate.  02/2012 | Beyision 5.11.2020

Vertical installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Panel fixing, see OR-PF1

Paroc Panel B r

(TR___) Joint insulation, Stone wool

Insulation footing element

Socket flashing

(TT-31) Frame sealant stripe, steel/wood

Support profile

Peel-rivet
Angular profile

[X] Supplier Paroc Panel System

13



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-212

Type: Cladding Detail Scale: 1:5] Revision: A

Subject: Paroc panel fixing to base with bate.  02/2012 | Beyision 19.11.2020
socket profile inserted into panel : — —
Vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

effectivity!

maximum sealant
(TT-51) Flashing sealant stripe, butyl

(FS-11) Flashing screw, c/c 300 mm

AFPLD52A, Socket flashing

Panel fixing, see OR-PF1

AFPLD42, Socket profile, open

Paroc Panel

(TT-31) Frame sealant stripe, steel/wood

(TR___) Joint insulation, Stone wool

Cut after installation with bolt-scissors if needed

AFPISA, Socket profile, vert. inst
t= 3mm

< .. N
4 PRI

R A

o at

PN (T'I.'-61)Foundation sealant, EPDM

(FC-11) Spike, carbon steel, concrete

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

z. System

Paroc Panel System: Original Detail No.: OR-E-213
Type: Cladding Detail Scale: 1:5] Revision: A
subject: Fixing of sawed panel to base with |, 02/2012| B3 19.11.2020
socket profile inserted into panel Rovision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c/c 300 mm

AFPLD52A, Socket flashing

Panel fixing, see OR-PF1

AFPLD42, Socket profile, open

Paroc Panel

(TT-31) Frame sealant stripe, steel/wood

(TR___) Joint insulation, Stone wool

Cut after installation with bolt-scissors if needed

AFPLVW, Socket profile, vert. inst
t=1.5mm

(TT-61) Foundation sealant, EPDM

(FC-11) Spike, carbon steel, concrete

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

Pqnel subject: Connection of roof and external wall bate: 10.06.2014 | Beyision 08.01.2021

Paroc Panel System: Original Detail No.: OR-E-242
Paroc — . T—
. Type: Ventilation house detail Scale: 1:5] Revision: A

System Panel fixing with L-profile —

Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

AFPLD96, Flashing
(TE-11) Deflection stopper profile c/c 100 mm

N~ A ] E

g i

Deflection stopper (TE-11)
t=1.5mm c/c7000,

L=100mm

L 1 71 7 gl ]

(FS-11) Flashing screw, RST c/c 300 mm

See also detail
OR-E-243

(FC-11) Spike, carbon steel, concrete

(TR-23) Fire protection, Stone wool
no
(@n]
+
W
D 11
At _ / I O —=

Vapouyr barri
unde1 the p4
to inside pan

-

7

-\
() AFPIL32, L-profile, tmin = 1.5mm
N_7/

&L 1 1T 1 [ V[

“. ~ 2s
|
(TR___) Joint insulation, Stone wool

Self-drilling screw, steel frame 3-12mm

Roof system, for example

paroc ROB + ROS See OR-PF1 for panel fixings

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-243
Type: Ventilation house detail Scale: 1:5] Revision: A
Subject: Connec_:ti.on of_roof and .external wall| o 10.06.2014 | Beysion 8.1.2021
Panel fixing with U-profile Rovision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

(TE-11) Deflection stopper profile

AFPLD96, Flashing

(TR-23) Fire protection, Stone wool

apour barrier
unde{ the panel/
to inside pay
,Ts/

'

\

/ \
I

/

\

(FS-11) Flashing screw, RST c/c 300 mm

Deflection stopper (TE-11)
=1.0mm C/C
L=100mm

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

See also detail
OR-E-242

(TT-13) Joint compound, transparent

Roof system for

example paroc ROB+ Rs

(FC-11) Spike, carbon steel, concrete

) Joint insulation, Stone wool

AFPMU, U-profile, exterior

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

%

Paroc

Panel

Paroc Panel System: Original Detail No.: OR-E-301
Type: Cladding Detail Scale: 1:5| Revision:
Subject: Paroc Panel fixing to steel frame . 02/2012| Beysion 24.11.2020
System Horizontal installation Date. 2:;0[1 —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and

OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant %@

effectivity!

(FS-11) Flashing screw, RST c/c 300 mm

(TT-31) Frame sealant, steel, wood

Paroc Panel

(TT-13) Joint sealant, outside, transparent

In panel joint behind column

60

-~

100

r

N

(TR___) Joint insulation, Stone wool

,>20 ,20,>20

(TT-13) Joint compound, transparent

In panel joint behind flashing

(TT-33) Flashing sealant tape

(TT-13) Joint sealant, outside, transparent

In panel joint behind flashing

Panel fixing, see OR-PF1

AFPLA-11 Vertical flashing

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel
> System

Paroc Panel System: Original Detail No.: OR-E-301A

Type: Cladding Detail Scale: 1:5] Revision: A

Subject: Fixing to steel frame with tape bate:  02/2012| Beysion 26.11.2020
behind vertical flashings : Rovision —
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(TR___) Joint insulation, Stone wool

(TT-31) Frame sealant, steel, wood

Paroc Panel

(TT-13) Joint sealant, outside, transparent

In panel joint behind column

(TT-13) Joint sealant, outside, transparent

>20 ,20,>20

(TT-41) Sealant tape, butyl, PE foil

In panel joint behind flashing

Panel fixing, see detail OR-PF1

AFPLA11, Vertical flashing

(TT-13) Joint compound, transparent

In panel joint behind flashing

(TT-33) Flashing sealant tape

(FS-11) Flashing screw c/c 300 mm

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-303
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Paroc panel fixing to concrete frame bate:  02/2012| Beysion 26.11.2020

Horizontal installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant
tapes to ensure
maximum sealant
effectivity!

Alternative 1

(TT-32) Frame sealant stripe, concrete

(TT-13) Joint sealant, outside, transparent

<
pal
<
Pl S
L A .
g 4
. <7
g/ 1 <
.- N -4 a4
K7
<
Paroc Panel
g
) A .
L /
! b
| g
|
i
!
| 00m
I [
T
A

»>20 ,20,>20

(FS-11) Flashing screw, RST c/c 300 mm

(TT-13) Joint compound, transparent

(TT-33) Flashing sealant tape

See detail OR-E-105

Alternative 2

1
(TT-13) Joint sealant, outside, transparent

See detail OR-E-105

Panel fixing, see OR-PF1

AFPLA11, Vertical flashing

(TR___) Joint insulation, Stone wool

-4 - -

Y I )
OF a - Q| A

y o
<7
S
VAR a P
4 a Cast-in steel profile, t=3mm

@O_'

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
@ Panel
System

Paroc Panel System: Original Detail No.: OR-E-304
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: Paroc panel wall extension bate.  02/2012 | Beyision 3.11.2020

Vertical installation : — —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(TT-13) Joint compound, transparent

(TT-51) Flashing sealant stripe, butyl, grey

(TR___) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 300 mm

(TT-31) Frame sealant stripe, steel/wood

(AFPLB11) Horizontal flashing

(AFPLB31) Storm flashing

Panel fixing, see OR-PF1

(FS-11) Flashing screw, RST c/c 300 mm

(TT-31) Frame sealant stripe, steel/wood

Short stripes to allow drainage

External and internal joint

Factory applied sealant, or joint compound installad at building site (TT-13)

External and internal joint at panel ends
and behind flashings and column

2
%

RS
SHAS
XA
Y ata%sY

(TT-13) Joint compound, transparent

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Par

oc Panel System: Original Detail No.: OR-E-305

Type: Cladding Detail Scale: 1:5] Revision: A

Subject: Paroc panel wall extension when

8 \ Date:  02/2012|B&& ™" 26.11.2020
fixing to lower roof construction

k . . ) . Revision
Horizontal installation Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Cover flashing type Omega with draining in lower end. See FA-E-304-9
Support flashin

Paroc Panel

Safety steel sheet through the joint, see FA-E-304-4...9

(TT-51) Flashing sealant stripe, butyl

(FS-11) Flashing screw cc 300 mm

AFPLD62, Socket flashing

(FS-11) Flashing screw, RST, but not a flashing joint. c/c 300 mm

AFPLB17, Safety flashing. Attention!! Make flashing
joint where Omega flashing

AFPLB31, Safety flashing

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Plywood parts .
Attention!

Joints always at same level for cover
----- flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Use butyl tape over the support

Waterproofin flashing joints!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

-

IN~Panel fixing c/c 1000 mm
to prevent deflection
inwards, see detail OR-PF1

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Paroc Panel System: Original Detail No.: OR-E-306
P I Type: Cladding Detail Scale: 1:5] Revision: A
ane Subject: Paroc panel wall extension when Revision
) P Date:  02/2012| Date: 26.11.2020
System fixing to lower roof construction —
2. . , . evision
Vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

(TT-13) Joint sealant, outside, transparent

(TT-51) Flashing sealant stripe, butyl, grey
(FS-11) Flashing screw, RST c/c 300 mm

AFPLD62, Socket flashing

V-shaped flashing through
the panel joint (length 100mm)

(TT-13) Joint sealant, outside, transparent

(FS-11) Flashing screw, RST c/c 300 mm

Plywood pieces c/c 600

Paroc Panel

|
|
|
|
|
|
: AFPLD16, Safety flashing
|
|
|
|
|
I

(TT-31) Frame sealant stripe, steel/wood

Panel fixing type, see OR-PF1
Amount of fastener, contact Paroc Panel System

Waterproofing

N

s 1
l ‘l

I
I
i
I
(FS-13) Flashing screw, RST c/c 300 mm

AFPIL21, L-Profile t= 1.5mm

Vapour barrier glued to the panel

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: riginal | Detail No.: -E-
pq roc 0 I OR-E-308
. pqnel Type: Cladding Detail Scale: 1:5] Revision: A
Subject: Paroc panel wall extension pate:  02/2012| BRI  26.11.2020
ystem Fixing to lower roof construction ——
Horizontal installation Signature: KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
Information about joint sealants can
be found in details OR-E-105 and i~
ORE06. At panel end joints
Attention! (TT-51) Flashing sealant stripe, butyl
Joints always at same level for cover
flashings as for horizontal panel joint! (FS-11) Flashing screw, RST c/c 300 mm

Never install two flashings together

with screws in lenght direction! Water out-let sheet L=100mm

through panel end joints

Always use a tape roller on sealant )
(AFPLD62) Flashing

tapes to ensure
maximum sealant
effectivity! (FS-11) Flashing screw, RST c/c 300 mm

(AFPLB52) Z-pressure flashing

(FS-11) Flashing screw c/c 500 mm (TT-51) Flashing sealant, butyl
(FS-11) Flashing screw cc 300 mm

(TT-13) Sealant compound

AFPLEB, U-flashing AFPLD62, Socket flashing

Water coating

Plywood

(TT-51) Flashing sealant,butyl

AFPIL21, L- profile, t=1.5 mm

Fixings to stop deflections, c/c 1000

Water coating

Vapour barrier glued

Attention!! Panel end joints, see FA-E-304-4-9

Paroc Panel

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

pq roc Paroc Panel System: Original Detail No.: OR-E-309
. qnel Type: Cladding Detail Scale: 1:5| Revision: 0
subject: PAROC panel wall extension, fixing |\ 01 02 2012| B 26.11.2020

ystem to lower roof construction. Surface —
cut. Horizontal installation Signature:  KjN | Signature: JNy

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Attention!! Panel end joints, see FA-E-304-4-9

(TT-51) Flashing sealant stripe, butyl

Never install two flashings together
with screws in lenght direction!

(FS-11) Flashing screw, RST c/c 300 mm

Always use a tape roller on sealant

tapes to ensure %@

(AFPLD62) Socket flashing

maximum sealant
effectivity!

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLB52) Z-pressure flashing

AFPLB52, Z-pressureXlashi a"

AFPLD62, Socket flashiny

AFPIL21, L-profile, eave
Tmin= 1.5 mm

(FS-11) Flashing screw, RST c/c 300 mm

Water coating

Rlywood

Vapour sealant glued
to the panel surface

TN,

////////////’//”

I/II/I//

SSSSSSSSSS

SSSS
SSSSSSSS

'///I//////////II///II///I

Horizontally installed Paroc Panel

(TT-51) Flashing sealant, butyl

Screws <c/c 1000 to stop deflections

[X] Supplier Paroc Panel System
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http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
z. Panel
System

Paroc Panel System: Original Detail No.: OR-E-401
Type: Cladding Detail Scale: 1:5| Revision: A
subject: Fixing to steel frame at corner bate: 01.02.2012 | Beyision 26.11.2020

Horizontal installation e e a —
Signature: KjN g%\gglt%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Paroc Panel

Y,

(TT-13) Joint sealant, outside, transparent

In panel joint behind column

(TT-31) Frame sealant, steel, wood

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(TT-13) Joint compound, transparent

Panel fixing, see OR-PF1

(TT-33) Flashing sealant tape

(TR___) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 300 mm

AFPLCA, Corner flashing

(TT-13) Joint compound, transparent

In panel joint behind flashing

Panel fixing, see detail OR-PF1

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-402

Type: Cladding Detail Scale:

1:5| Revision: A

iect: Corner
Subject: Date:

02/2012| Bates"  27.11.2020

Paroc Panel fixing to concrete frame

. . . R
Horizontal installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(TT-32) Frame sealant stripe, concrete

Alternative 1

AFPLCA, Corner flashing

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

(TT-13) Joint sealant, outside, transparent

Panel fixing, see OR-PF1

(TR___) Joint insulation, Storf

e w

(FS-11) Flashing screw, RST c/c 300 mm 4 g - <

S G |

/T T

N

[t annnnnny

a4

Joint compound behind flashing

(TT-33) Flashing sealant tape

4 .

)

a4 a

<

\ Concrete

Alternative 2

Paroc Panel /_

Concrete

Attention!! Use next bigger size
of corner flashing (AFPLCA)

Cast-in steel profile, t= 3mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

pq roc Paroc Panel System: Original Detail No.: OR-E-403
. qnel Type: Cladding Detail Scale: 1:5] Revision: A
subject: Paroc Panel fixing to column pate:  02/2012| B 27.11.2020

ystem Inner corner ——
Horizontal or vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(TT-13) Sealant compund

has to be used when panels are horizontally installed

AFPLVB, Corner flashing

(IF-11) Counter sink washer, RST

Panel fixing, see detail OR-PF1

(TT-31) Frame sealant stripe, steel/wood

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

(TR___) Joint insulation, Stone wool

Paroc Panel

n. 100mm

Sealant compund if horizontal panel

1
(TT-13) Joint sealant, when horizontal panel

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

AFPLD92, Inner corner flashing

(TT-13) Sealant compund

Inside N P - Outside

has to be used when panels are horizontally installed

* This concealed fastening system requires holes d=27 mm in the internal sheet

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-404
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: COMMer Date:03.02.2012| B3 27.11.2020
Fixing to steel column —
Vertical installation Signature:  KjN | Signature: JNy

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

Paroc Panel

T panel joints

Factory applied sealant or joint compound (TT-13)

Always use joint sealant compund at panel ends
and behind flashing and column

(TT-31) Frame sealant stripe, steel/wood

2

(TT-33) Flashing sealant tape
(FS-11) Flashing screw, RST c/c 300 mm
Panel fixing, see detail OR-PF1

(TR___) Joint insulation, Stone wool

AFPLCA, Corner flashing

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-451P
Type: Cladding Detail Scale: 1:5] Revision: A
Subject: INner corner, Paroc panel fixing to _ Revision
steel frame pate:  02/2012 2até.. 27.11.2020
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(TT-31) Frame sealant stripe, steel/wood

Joint sealant compound
If horizontally installed panel

Paroc panel _~

ST

N
S
N
N
N
N
N
N
N
N
N
N,

Panel fixing, see detail OR-PF1

(TT-31) Frame sealant stripe, steel/wood

(TT-13) Joint sealant compound

If horizontally installed panel

(TR___) Joint insulation, Stone wool

/ |
|
: Paroc Panel

—

|
|
i (TT-13) Joint sealant compound
|

If horizontally installed panel

AFPLD92, Inner corner flashing

Panel fixing, see OR-PF1

(TT-13) Joint sealant compound

If horizontally installed panel

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

p r C Paroc Panel System: Original Detail No.: OR-E-452
. P nel Type: Cladding Detail Scale: 1:5] Revision: A
a ject: INner corner Revisi
Subject: y pate: 02/2012| Date: -~ 27.11.2020
ystem Paroc Panel fixing to steel frame —
. . . . . evision
Horizontal or vertical installation Signature: KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(TR___) Joint insulation,

Stone wool

Panel fix

ing, see OR-PF1

(TT-31) Frame sealant stripe, steel/wood

(TT-13) Joint sealant compound

If horizontally installed panels

Paroc Panel

(TT-13) Joint sealant, outside, transparent

If horizontally installed panels

AFPLC11, Inner corner flashing

(FS-11) Flashing screw,

RST c/c 300 mm

(TT-33) Flashing sealant tape

VTR VAVAVATATATAVAVAY;:

Panel fixing, see detail OR-PF1

Paroc Panel

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Origina| Detail No.: OR-E-453
Paroc
. Panel Type: _Cladding Detail Seale: 18] rouon .
Subject INNEY SOTReT pate:  02/2012| B 27.11.2020
System Horizontal installation it
Signature: KiN S%\let%rr]e: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(TT-13) Joint sealant compound

Paroc Panel

(IF-11) Counter sink washer, RST

Panel fixing, see detail OR-PF1

AFPLVB, Corner flashing

(FS-21) Flashing rivet, Alu c/c 300 mm

AFPLD92, Inner corner flashing

(TR___) Joint insulation, Stone wool

Panel fixing, see detail OR-PF1

(TT-31) Frame

sealant stripe, steel/wood

N
hose

N
R

VL
RRS

(TT-13) Joint sealant compound

RN
RS

RN
o

(>

(FS-11) Flashing screw, RST c/c 300 mm

>
RRXA

RIS

(TT-33) Flashing sealant tape

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-454
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: INNer corner, Raro_c panel fixing bate: 02/2012 Bg¥é§ion 23 04.2021
to steel frame in different places —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

(TR___) Joint insulation, Stone wool

Panel fixing, see detail OR-PF1

(TT-31) Frame sealant stripe, steel/wood

(TT-13) Joint sealant in joints when horizontal installation

and always behind flashings and columns

Paroc Panel

(TT-33) Flashing sealant tape

AFPLD92, Inner corner flashing

(TR___) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

Support irons if required

(TT-31) Frame sealant stripe, steel/wood

(TT-13) Sealant compound in joint when horizontal inst.
and always behind flashings and columns

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail check latest version at www.parocpanelsystem.com

%

Paroc
Panel
System

Paroc Panel System: Original Detail No.: OR-E-456
Type: Cladding Detail Scale: 1:5] Revision: A
Subject: Inner corner, external wall bate: 02/2012 Bg¥é§ion 23.04.2020

Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and

OR-E-106.

Always use a tape roller on sealant
tapes to ensure
maximum sealant

effectivity!

G

(TT-51) Flashing sealant stripe, butyl

(FS-11) Flashing screw, RST c/c 300 mm

AFPLD92, Inner corner flashing

Panel fixing, see detail OR-PF1

(TR___) Joint insulation, Stone wool
when fire-class wall, see Fl-details

N

Paroc Panel

(TT-41) Sealant tape, 100 mm, butyl, PE foil

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Pq roc Paroc Panel System: Original Detail No.: OR-E-501
. Panel Type: _Cladding Detail Seale: 18] rouon "
Subjoct: LONG side eave pate:  02/2012| B 23.04.2021

System Horizontal installation it
Signature: KiN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Upper end

Det 2

Upper end J

bended outwards
and expanding llmood
tape in the hole

(FS-11) Flashing screw, RST c/c 300 mm

AFPLB31, Storm flashing il

Upper end

tape in the hdle

Det 2

Panel fixing, see OR-PF1

c/c 1000 mm

Det 2 AFPLEB, Eave flashing

bended outwards and
seal with butyl tape (TT-41)

AFPLED, Eave flashing

(FS-11) Flashing screw, RST c/c 300 mm

Board

No glue

Waterproofing

(TR150) Joint insulation, Stone wool 30kg/m3

compressed to 80kg/m2

Vapour barrier glued to
the panel surface

T-profile as a supportive

Vapour barrier glued and
compressed to the panel surface

(FS-18) Flashing screwl c/c 300 mm

AFPIL22 L-profile, eave

(TT-31) Frame sealant stripe, steel/wood

If concrete columns cast without
welding plates, use chemical anchor
to fasten the T-profile.

Information about joint sealants can

ATATATAVAVAVAVATATAVATATL

be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!
[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
z. Panel
System

Paroc Panel System:

Original | Detail No.: OR-E-502

Type: Cladding Detail Scale: 1:5| Revision: A

subject: Long side eave
Vertical installation

Date:  02/2012| R  22.04.2021

. Revisi
Signature: KjN S%\let%rr]e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.
Always use a tape roller on sealant
tapes to ensure
maximum sealant
effectivity!
Hi
AFPLEB, Eave flashing \
AFPLED, Eave flashing | R |
&
. Board
(FS-11) Flashing screw c/c 300 mm Waterproofing

Paroc Panel

(TR___) Joint insulation, Stone wool

(TR100) Joint insulation, Stone wool 30kg/m3
compressed to 80kg/m3

AFPIL22 , L-profile, eave

(FS-18) Flashing screw, carbon steel c/c 300 mm

Panel fixing, see OR-PF1

FS-18 Flashing screw, c/c 300 mm

TT-31 Frame sealant, steel/wood

> 300 M

Corrugated steel sheet
or concrete slab

Load bearing profile

Vapour barrier glued to the panel surface

[X] Supplier Paroc Panel System

36



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-503
Type: Cladding Detail Scale: 1:5| Revision: A
subject: Gable eave . pate:  02/2012| B3 27.11.2020

Horizontal installation - = e
Signature: KjN Si%\gglt%rr]e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

Upper end
bended outwards™

<~

Det2

Det 1

Det2

bended outwards

AFPLEB, Eave flashing

AFPLEC, Eave flashing

(FS-11) Flashing screw, RST c/c 300 mm

Upper end
bended outwards

BER

Vv

LU1

Det 2

(TR100) Joint insulation, Stone wool 30kg/m3

compressed to 80kg/m3

UJUUUUUUTY

Panel fixing, see detail OR-PF1

c/c <1000

(TT-31) Frame sealant stripe, steel/wood

Vapour barrier glued to the panel surface

(FS-18) Flashing screw, c/c 300 mm

AFPIL22, L-profile, eave, t=1.5 mm

Vertical flashing in horizontal

installation

Paroc Panel

Outside

Inside

Load-bearing structure,

concete slab, or

corrugated steel sheet

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-E-504
Type: Cladding Detail Scale: 1:5| Revision: A
suject: Gable eave pate:  02/2012| B 23.04.2021

Vertical installation - = —
Signature: KjN Si%\gglt%rr]e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure ‘%@

maximum sealant
effectivity!

AFPLEC, Eave flashing

AFPLEB, Eave flashing

(TR100) Joint insulation, Stone wool 30kg/m3

(FS-11) Flashing screw, RST c/c 300 mm

Panel fixing, see OR-PF1

(TT-31) Frame sealant stripe, steel/wood

Vapour barrier glued to the panel surface

Paroc panel

Outside

compressed to 80kg/m3

(FS-18) Flashing screw, c/c 300 mm

AFPIL22, L-profile, t = 3.0mm

Load-bearing structure,

concete slab, or
corrugated steel sheet

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
z. Panel
System

Paroc Panel System: Original Detail No.: OR-E-505
Type: Cladding Detail Scale: 1:5| Revision:
Subject: LONg side eave roof with pate:  02/2012| B4 23.04.2021
bitumen or PVC coating —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

AFPLEF, Eave flashing, t = 1.0 mm

AFPLE22, Roof flashing

(FS-11) Flashing screw, RST c/c 300 mm

AFPLE21, Eave flashing

Panel fixing, see detail OR-PF1
< c¢/c 1000mm

Paroc panel ~

(TR___) Joint insulation, Stone wool 30kg/m3

compressed to 80kg/m3

(TT-31) Frame sealant stripe, steel/wood

(FS-11) Flashing screw, RST c/c 300 mm

AFPLEB, U-pressure flashing

Vapour sealant glued to
the panel surface

(TT-31) Frame sealant stripe, steel/wood

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-506
Type: Cladding Detail Scale: 1:5| Revision: A
subject: LON side eave when pate:  02/2012| B 23.04.2021

corrugated steel sheet roof - = —
Signature: KjN S%\let%rr]e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

(TR__

) Joint insulation, Stone wool, 30kg/m3

compressed to 80kg/m3

APFLEF, Eave flashing, t=1.0mm

(FS-11) Flashing screw, RST c/c 300 mm

AFPLE21, Eave flashing

Panel fixing, see OR-PF1

c/c <1000 if horizontal installation

Paroc panel _~

Vapour sealant
glued and compressed to
the panel surface

(FS-18) Flashing screw, c/c 300 mm

AFPIL22, L-profil

(TT-31) Frame sealant stripe, steel/wood

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-507
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: LONg side eave _ Revision
roof with bitumen or PVC pate:  02/2012 2até.. 23.04.2021
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %Q

effectivity!

(TR100) Joint insulation, Stone wool 30kg/m3

maximum sealant
(TR___

compressed to 80kg/m3

) Joint insulation, Stone wool

(FW-11) Flashing screw, RST, wood

AFPLE22, Roof flashing

FS-11 Flashing screw, c/c 300 mm /

AFPLI16, Eave flashing L

Panel fixing, see OR-PF1
c/c <1000 in horizontal installation

Paroc panel ~

GOOLLY =
b
-*-
any
[ =
‘;ﬁ
?
| ’ = d stcnce to fosten

Vapour sealant glued

to the Z-profile, or to the
panel surface

(FS-18) Flashing screw, c/c 300 mm

Building designer checks the
Z-profile size and thickness
In vertical installation Tmin= 3mm

(TT-31) Frame sealant stripe, steel/wood

[X] Supplier Paroc Panel System
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AutoCAD SHX Text
Min. distance to fastener 300 mm


This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

® Panel

System

Paroc Panel System: Original Detail No.: OR-E-508
Type: Cladding Detail Scale: 1:5| Revision: A
subject: Gable eave . pate:  02/2012| B3 26.04.2021
Roof with bitumen waterproofing —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

AFPMU, U-profile

(FS-11) Flashing screw, c/c 300 mm

AFPLE23, Eave flashing

Panel fixing, see OR-PF1
c/c < 1000mm in horizontal installation

(TT-31) Frame sealant stripe, steel/wood

Paroc panel ~

AFPLEZ28, Eave flashing

(TR__

) Joint insulation, Stone wool 30kg/m3

/ compressed to 80kg/m3

/ >300 |

Vapour barrier glued
! to the panel surface

L-profile, according designer
| AFPIL22, L-profile t=1.5mm at
| horizontal installation and
+ t=3mm at vertical installation

(FS-18) Flashing screw, c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-511
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: G_able with p.rOJ_ectmg eave, r(_)of with bate:  02/2012 | Beyision 26.04.2021
bitumen or similar waterproofing —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

effectivity!

maximum sealant
AFPMU, U-profile, exterior

(FW-11) Flashing screw, RST, wood

AFPLE26, Eave flashing

(TR__) Joint insulation, Stone wool 30kg/m3

compressed to 80kg/m3

AFPLE27, Eave flashing

Hard roof stone wool

| (FS-11) Flashing screw
Amount according roof wind loads

AFPLEZ25, Eave flashing

Panel fixing, see detail OR-PF1
c/c < 1000mm in horizontal installation

(FS-11) Flashing screw, RST c/c 300 mm q

(TT-31) Frame sealant stripe, steel/wood

Paroc panel

F
\A
w
o
o

Vapour barriere glued
to the panel surface

AFPIL22, L-Profile
t= 1.5mm if horizontal installation
t= 3mm if vertical installation

(FS-18) Flashing screw, c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
@ Panel
System

Paroc Panel System: Original Detail No.: OR-E-512
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: LON side projecting eave, water | 359012 BaEO" 26 04,2021
proofing with bitumen or similar —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

AFPLE27, Eave flashing

(TR__) Joint insulation, Stone wool 30kg/m3

(TR___) Joint insulation, Stone wool

AFPLEB, Eave flashing
t=1.0mm

AFPLE22, Roof flashing

—

e—
=

compressed to 80kg/m3

(FS-11) Flashing screw, RST c/c 300 mm

—
//

%//-‘:?
| "lh
i
= d

Roof beam (c/c 900) /
AFPLE13, Eave flashing

Panel fixing, see detail OR-PF1
< ¢/c 1000mm in horiz. installation

(TT-31) Frame sealant stripe, steel/wood

sy,

Paroc panel _—

S EEEUTIEIEITRTRCIRRRRRRRRY
CAARAANAL LU AL AN AR NN AR NN

A

/711777117774

(TT-31) Frame sealant stripe, steel/wood

/"“»
= 1\“‘“‘““%

3

L
L3
=

AFPIL22, L-Profile, t=1.5 if
t=1.5 if horizontal installation
t=3mm if vertical installation

o

20, }OO 3

we

Vapour barrier glued
to the panel surface

\ 2
//‘%—-’N'/

i
v

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

pq roc Paroc Panel System: Original Detail No.: OR-E-513
. qnel Type: Cladding Detail Scale: 1:5] Revision: A
subject: LONG side projecting eave, water | g5 n019| Beison o6 04 2021

ystem proofing with bitumen or similar —
Horizontal or vertical installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

ATTENTION!!

(TR___) Joint insulation, Stone wool 30 kg/m3

This detail without penetrating fasteners c/c1000
is allowed only if deflection of the panel is < 15mm

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

._jH N compressed to 80kg/m3

(TT 12) Joint sealant, inside

(

VALV

= ;q “lﬂl AvasauAl [;

(FS-13) Flashing screw, c/c 300 mm

(FS-23) Bulb-Tite rivet, Alu, c/c 300 mm

AFPIL21, L-profile, eave

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-528
Type: Cladding Detail Scale: 1:5| Revision: A
subject; ROOf detail pate: 02/2020| B 26.04.2021

Horizontal installation : = —
Signature: KjN Si%\gglt%rr]e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

of flashing

Det 1

Flashings

Information about joint sealants can
be found in details OR-E-105 and

OR-E-106.

AFPLEI, Eave connecting plate

AFPLEG, Eave flashing

AFPLEB, Eave flashing

Always use a tape
tapes to ensure
maximum sealant
effectivity!

roller on sealant

G

(FS-11) Flashing screw, RST c/c 300 mm

T-steel, widht = min 120 mm

(TR___) Joint insulation, Stone wool

AFPLB39, support flashing to tri-angle flashing

(FS-11) Flashing screw, RST c/c 30

0 mm

Compresde

wool

Ceiling isolation

—

—
s
—

5300

—
—

(FS-18) Flashing

Plastic film

e

30-50mm wool

screw, c¢/c 300 mm

(FS-23) Bulb-Tite rivet, Alu, c/c 300 mm

AFPIL21, L-profile, eave

ytﬁaerature deflection

AFPLE11, Flexible inner corner flashing

(FS-11) Flashing screw, RST c/c 200 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail check latest version at www.parocpanelsystem.com

Paroc

Paroc Panel System: Original Detail No.: OR-E-529

. pqnel Type: Cladding Detail Scale: 1:5] Revision: A
Subject: Eave, panel fixing without Revisi
) pa 9 Date: 10.06.2014 | Date: - 26.04.2021
ystem penetrating screws —
. . . . evision
Horizontal installation Signature: KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

AFPLB39, Storm flashing

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure
maximum sealant
AFPLEB, Eave flashing effectivity!

AFPLED, Eave flashing

Roof system
PAROC ROB+ROS or similar

(FS-11) Flashing screw, RST c/c 300 mm

]\_ 5

]\_ | _ 7O

~—}=>

’m
G —

(FS-23) Bulb-Tite rivet, Alu, c/c 300 mm

N

)

[ —

==

==
[ D
N
/
=

——

Vapour barrier

AFPLL11, L-profile

Maximum allowged/calculated panel deflection 20 mm

else use penetpating fasteners c/c 1000

Corrugated steel sheet

Maximum allowed panel deflection 20 mm
elsg use penetrating fasterfers c/c 1000

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Pq roc Paroc Panel System: Original Detail No.: OR-E-531
. Panel Type: _Cladding Detail Seale: 18] rouon "
Subjec: HON VDO eave systom Date: 10.06.2014| B 30.11.2020

System RIPRAP eave system it
Horizontal installation signature: _ KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

maximum sealant
effectivity!

tapes to ensure %@

1 External wall, different panel thicknesses
2 Zink coated steel sheet 1,0-1,5 mm, code AFPRRR___
3 Eave flashing t= 0,6 mm code (AFPLERT_)

4 Perforations

6 Waater coating (also over support flashing)
7 Flashing screw (FS-12)

8 Wood

9 PAROC roof system, for example ROB+ROS or ROB+ROL
10 Eave flashing AFPLEB____

@/
@

Ventilation

Roof system, for example
Paroc ROB+ROS

(TT-51) Flashing sealant stripe, butyl

.'|_ ‘l‘—D
S

(FS-11) Flashing screw, c/c 300 mm

AFPLEB, U-flashing

(FS-13) Flashing screw,c/c 600 mm

___)iSelf-drilling screw, ¢/c1000

AFPIL21, L-profile, eave

(TT-31) Frame sealant stripe, steel/wood

[X] Supplier Paroc Panel System

48



http://www.parocpanels.com
AutoCAD SHX Text
2

AutoCAD SHX Text
4

AutoCAD SHX Text
7

AutoCAD SHX Text
7

AutoCAD SHX Text
7

AutoCAD SHX Text
Ventilation

AutoCAD SHX Text
3

AutoCAD SHX Text
6

AutoCAD SHX Text
2

AutoCAD SHX Text
9

AutoCAD SHX Text
6

AutoCAD SHX Text
7

AutoCAD SHX Text
8

AutoCAD SHX Text
2

AutoCAD SHX Text
3

AutoCAD SHX Text
1

AutoCAD SHX Text
1

AutoCAD SHX Text
4

AutoCAD SHX Text
4

AutoCAD SHX Text
10

AutoCAD SHX Text
10

AutoCAD SHX Text
1


This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Pq roc Paroc Panel System: Original Detail No.: OR-E-532
. Panel Type: _Cladding Detail Seale: 18] rouon .
Subjoc: Jepted cave system Date: 10.06.2014| B 26.04.2021

System RIPRAP eave system it
Horizontal installation signature: _ KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

1 Externa wall, different thicknesses
2 Zink coated steel sheet 1,0-1,5 mm AFPRRT____
3 Flashing 0,6 mm (AFPLET_ )
4 Perforated parts
6 J-profiles with perforation PJ-30
7 Water coating (also over support flashing)
8 Flashing screw (FS-12)
9 Wood

4 10 Roof system, for example PAROC roof system ROB or ROL
11 U-flashing AFPLEB____

@ 12 Butyl tape (TT-51)
] 13 Flashing screw (FS-11)
14 U-flashing (AFPLEB)

th}l‘ﬁon
/

Panel thickness+4mm

PAROC roof system ROB+ROS
-7

or ROB+ROL

(TT-51) Flashing sealant stripe, @

(FS-11) Flashing screw,c/c 300 mm

AFPLEB, U-flashing @

0 (FS-13) Flashing screw, c/c 600 mm

AFPIL22, L-profile

(TT-31) Frame sealant stripe, steel/wood

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
@ Panel
System

Paroc Panel System: Original Detail No.: OR-E-533
Type: Cladding Detail Scale: 1:5| Revision: A
Subject: LONg side eave Date: 10.06.2014| B 26.04.2021
Horizontal installation — —
) . Revision
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

AFPMU, U-profile, exterior

(FS-12) Flashing screw, RST c/c 300 mm

Always use a tape roller on sealant

tapes to ensure W

effectivity!

(TR___) Joint insulation, Stone wool

AFPLE22, Roof flashing

maximum sealant
Ply wood

|

AFPLE21, Eave flashing

Paroc Panel

P PAROC Rob80T, 30mm ventilated

FeRai S s

PAROC roof panel

Roof beam

AFPLV12, Inner corner flaghing

(FS-12) Flashing screw, RST c/c 300 mm

(TT-31) Frame sealant stripe, steel/wood

(RM___) Self drilling screw, steel frame 3-12 mm

See detail OR-PF1 for panel fixings

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-E-535

Paroc

Type: Cladding Detail Scale: 1:5| Revision: A

Panel
> System

Subject: Long side eave, Paroc Panel roof bate: 10.06.2014 | Beyision 26.04.2021

system with flat steel waterproofing T Rovision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Plywood

AFPLE21, Eave flashing

Paroc Panel

T
/ ALY 1

e g ety

AFPMU, U-profile, exterior

(FS-12) Flashing screw, RST c/c 300 mm

(TR___) Joint insulation, Stone wool

Installation fixture, stainless

VW

\

N AN

Beam \

4
%
%
%
7
%
%
7
%
%
7
%
2

Z

AFPLV12, Inner corner flashing

V7177777777772

(FS-12) Flashing screw, RST c/c 300 mm

(TT-31) Frame sealant stripe, steel/wood

(RM___ ) Self drilling screw, steel frame 3-12 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original | Detail No.: OR-E-701
Type: Cladding Detail Scale: 1:5] Revision: A
subject. Installation of door pate:  02/2012| B3 30.11.2020

signature: KN | Sansiore: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI11) Flashing above window

(FS-11) Flashing screw, RST c/c 500 mm

(AFPLI12) Window flashing

(FS-11) Flashing screw, RST c/c 300 mm

AFPMU, Door profile 2mm
Recommended: Thermo profile

AFPLI13, Window flashing

Paroc Panel

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLA62) Window flashing
(AFPMI) U-profile, interior

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

(TR___) Joint insulation, Stone wool

Frame screw

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-E-703

Type: Cladding Detail Scale: 1:5] Revision:

subject. Installation of large door pate:  02/2012| B 26 042021
Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

Paroc Panel

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c/c 300 mm

Panel fixing, see OR-PF1

(AFPLI11) Flashing above window

(AFPLI12) Window flashing

(TR__

) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 500 mm

(TT-31) Frame sealant stripe, steel/wood

Side frame

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI13) Window flashing

(TT-31) Frame sealant stripe, steel/wood

Welding

Door frame

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

p Paroc Panel System: Original Detail No.: OR-E-722
:Ir:c . Ventilati detail : 1:5 ision: A
. P q n el Type: | en |”a ion rofom etai Scale: : Rev!s!on.
subject: Installation of door . Date: 10.06.2014| B4 26.04.2021
System Horizontal or vertical installation -
) . Revision
Signature: KjN Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

Paroc panel

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI11) Flashing above window

(TT-12) Joint sealant, inside

Cut after installation with bolt-scissors

(AFPIL32) L-profile

See OR-PF1 for panel fixings

(IF-11) Counter sink washer, RST

(AFPLI12) window flashing

Cut after installation with bolt-scissors

(TT-12) Joint sealant, inside

(TR___) Joint insulation, Stone wool

Frame screw

Door frame

B-B "_i?:

(TT-51) Flashing sealant stripe, butyl

(FS-11) Flashing screw, c/c 300 mm

(AFPLI13) Window flashing

(SM___ ) Self-drilling screw, steel frame 3-12 mm

[X] Supplier Paroc Panel System
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Pq nel subject: Installation of window 02/2012 Bg¥é§ion 26.04.2021

pq roc Paroc Panel System: Original Detail No.: OR-E-801
:. Type: Cladding Detail Scale: 1:5| Revision: A

System Horizontal installation Date:

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

. Revisi
Signature: KjN Si%\gglt%rr]e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
e
D
7
(TT-51) Flashing sealant stripe, butyl Paroc Panel
(FS-11) Flashing screw, RST c/c 300 mm (TT-13) Joint compound, transparent

(AFPLI11) Flashing above window Wood border

(AP-WE-11) Window fixing clips

. . (TT-13) Joint compound, transparent
(AFPLI12) Window flashing

(AP-WI___) Window fixing clips
t=1.25 mm, c/c < 1000 *

(FS-11) Flashing screw, RST c/c 300 mm

Plywood pieces (D-40mm), t=8mm
Frame screw
(WS___) Window fixing clips
t=1.25 mm, c/c < 1000 * A
Side frame MNNN B
=\
N\
Eb‘\ -
AP-WE___
(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLI13) Window flashing

Wi.ndow clips for n]ale joint
Window male profile (AP_WM___) (AFPLI18) Window flashing

(AFPLB32) Window storm flashing C

W
(AP-WM___ ) Window fixing clips
t=1.25 mm, c/c < 1000 *
Plywood (D-25mm), t=8mm, L=200mm

c/c <1000

Window external part (AP-WE-12) Window external part (AP-WE-11)
for panel thickness 80mm for panel thicknesses 100...240mm

Window profile when cut side
and at panel ends (AP-WS__ )

H

Window internal part (AP-WI___)

* Maximum allowed load/stripe: 0.5 kN
[X] Supplier Paroc Panel System
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p r C Paroc Panel System: Original Detail No.: OR-E-802
. qnel Type: Cladding Detail Scale: 1:5] Revision: A
P iect: Installation of window, opening cut Revisi
Subject: : pening Date:  02/2012|Baie™"  26.04.2021
ystem around the window frame o
. eVISIOl
Signature: KjN Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity! Paroc Panel

Vertical

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

(TT-51) Flashing sealant stripe, butyl, grey

(TT-13) Joint compound, transparent

(FS-11) Flashing screw, RST c/c 300 mm
Wood border

(AFPLI11) Flashing above window

N

V)

(FS-11) Flashing screw, 4 / stripe

(AFPLI12) Window flashing

(TT-13) Joint compound, transparent

(FS-11) Flashing screw, RST c/c 300 mm (AP-WS___ ) Window fixing clips

t=1.25 mm, c/c < 1000 *

(AP-WS___ ) Window fixing clips
t=1.25 mm, c/c < 1000 *

Side frame

(TT-33) Flashing sealant tape

(AFPLI13) Window flashing

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

(AFPLI18) Window flashing

(AFPLB32) Window storm flashing

(AP-WS___ ) Window fixing stripe
t=1.25 mm, c¢/c < 1000 *

(AP-WS___ ) Window fixing stripe when cut sides

M

* Maximum allowed load/clip: 0.5 kN

[X] Supplier Paroc Panel System

56



http://www.parocpanels.com

Pq nel subject: Paroc Panel wall fixing to 02/2012 Bg¥é§ion 26.04.2021

Pq roc Paroc Panel System: Original Detail No.: OR-E-901
:. Type: Cladding Detail Scale: 1:5| Revision: A

System intermediate floor Date:

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

. . . . Revisi
Horizontal installation Signature:  KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.
Attention!
Joints always at same level for cover
flashings as for horizontal panel joint!
Never install two flashings together
with screws in lenght direction!
Always use a tape roller on sealant
tapes to ensure
maximum sealant
effectivity!
\
Paroc Panel
e (TT-33) Flashing sealant tape
d (FS-11) Flashing screw, RST c/c 300 mm

(TT-51) Flashing sealant stripe, butyl, grey (AFPLV11) Inner corner flashing

(FS-11) Flashing screw, RST c/c 300 mm
B
(AFPLB11) Horizontal flashing < - e 4 ’ ‘2 4
A. . < . o ; .- ’
S\t e e
W . b . . < ..
Panel fixing, see detail OR-PF1 -4 .,,_. .:' . ":4-'.; . ._ a9 R
c/c <1000 R VT
4% 'A: e T ., .~ .| Concrete floor
- 4 ‘ LA T,
: RV
< - :
. : 4 A PR
(TT-31) Frame sealant stripe, steel/wood 4 <. = .'4',,

TR Joint insulation, St | )
(TR__) Joint insulation, Stone woo (FC-11) Spike, carbon steel, concrete

(AFPLE11) Flexible inner corner flashing

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-E-902
Type: Cladding Detail Scale: 1:5| Revision: A
subject: Paroc Panel fixing to |nt_ermed|ate bate.  02/2012 | Beyision 26.04.2021
floor where floor defelctions —
Horizontal installation Signature:  KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

S~ |

(TT-51) Flashing sealant stripe, butyl, grey

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLB11) Horizontal flashing

Panel fixing, see detail OR-PF1

(AFPIL32) L-profile, 50x100x2.5

L =150 mm
(FC-11) Spike, concrete c/c 600 mm

I

U

c/c <1000

(TT-31) Frame sealant stripe pieces

Grout

Concrete floor

(FC-11) Spike, concrete c/c 300 mm

(AFPLE11) Flexible inner corner flashing

(TR___) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

z. System

Paroc Panel System: Original Detail No.: OR-E-952
Type: Cladding Detail Scale: 1:5] Revision: A
subject: Flexible balcony system pate:  06/2006| B3 26.04.2021

Signature: KjN gi%\aigit%?e: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure W

maximum sealant
effectivity!

(FC-11) Spike, carbon steel, concrete c/c 400 mm

53
G
7
Z.
k= R
>
=
&

AFPLEG2, Flashing

AFPLE11, Flexible inner corner flashing

(FS-11) Flashing screw, RST c/c 300 mm

102

64

64

25

77

Bending system

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

P Paroc Panel System: Original Detail No.: OR-E-953
qroc Type: Cladding Detail Scale: 1:5] Revision: A
. E antglrn Subject: Balcony comer detail Date: 22.04.2013 | B 26 04,2021
y Signature: KjN gi%\aigit%?e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

Balcony edge

(AFPLV11) Inner corner flashing L

e

[
Balcony edge

(AFPLCA) Corner flashing

(TT-33) Flashing sealant tape

(FS-11) Flashing screw, RST c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

p Paroc Panel System: Original Detail No.: OR-E-954
. pg rnoecl Type: Cladding Detail Scale: 1:5] Revision: A
System subject: Middle wall, wall end pate:22.04.2013| B 26.04.2021
Signature: KjN gi%\gglt%?e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Balcony edge

Paroc panel

(AFPLVB) Corner flashing

]

(FS-11) Flashing screw, RST c/c 300 mm

(TT-33) Flashing sealant tape

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel

System

Paroc Panel System: Original Detail No.: OR-E-955

Type: Cladding Detail Scale:

1:5] Revision: A

Subject: Fixing of ladder to Paroc Panel wall bate: 10.06.2014 Bg¥é§ion 26.04.2021

. Revision
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Frame

Upper end of a ladder must be fixed to the roof construction.
Lower fixing points can be fixed to panel by using flat 3 mm plate on inside and a distribution plate on outside.
The place for the ladder is near a column where panel deflections are small.
Fasteners always of stainless steel.

Frame
2= :/
’ A
O] O
e ar
o O |
— O

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel
System

Paroc Panel System: Original

Detail No.:

OR-E-4011

Type: Cladding Detall

Scale:

1:5| Revision: A

Subject: Corner
300mm fixing to steel column

Date: 05.07.2012| BR&™"  26.04.2021

Signature:

KiN| Bnsine: JNy

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

360

—

<35

388

<35

Information about joint sealants can
be found in details OR-E-105 and
OR-E-106.

Attention!

Joints always at same level for cover
flashings as for horizontal panel joint!

Never install two flashings together
with screws in lenght direction!

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(TT-31) Frame sealant stripe, steel/wood

-

(TT-51) Flashing sealant stripe, butyl, grey

388

(FS-11) Flashing screw, RST c/c 300 mm

(AFPLCC) Corner flashing 300mm

(RM___) Self drilling screw, steel frame 3-12 mm

See detail OR-PF1 for panel fixings

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-I-105
Type: Partitioning detalil Scale: 1:5| Revision: A
Subject: Paroc Panel joint Date:  02/2012| Bt 27.04.2021

Horizontal or vertical installation : Revi;ion —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

For washable walls
see detail OR-I-106!

A/B

Factory applied sealant if needed

Factory applied sealant if needed

Inside Inside

A/B

AT

Paroc Panel

——

1196 + 2

(TT-13) Joint compund if needed

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

Panel

:. System

Paroc Panel System: Original Detail No.: OR-I-106
Type: Partitioning detalil Scale: 1:5| Revision: A
Subject: Paroc Panel joint for washable wall bate:  02/2012| Beyision 27 04.2021

Horizontal or vertical installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

A/B

A/B

Take away
superfluous
material using
an empty tube

A/B

(TT-12) Joint sealant compund

Paroc Panel

A

(TT-12) Joint sealant compound <?F|N

1196 +2

Paroc Panel

T\

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

pq roc Paroc Panel System: Original
. P I Type:  Partition detail
ane Subject: Paroc panel fixing to floor with

System U-flashing

Detail No.: OR-1-201
Scale: 1:5] Revision: A
Date:  02/2012|BRe™"  27.04.2021
. . . ) . Revision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-I-105 and OR-I-106

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Paroc panel
v

(FC-11) Spike,concrete c/c 600 mm

(FS-11) Flashing screw, RST c/c 300 mm

(TR___) Joint insulation, Stone wool

(AFPLVA) Socket/end flashing / (FS-11) Flashing screw, RST c/c 300 mm

F\ Sealant if required
\N_/(j B :
<.4 .

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

:. BgF‘OeCI Type: Partition detail

System

Paroc Panel System: Original Detail No.: OR-I-202

Scale: 1:5] Revision: A

Subject: Paroc Panel fixing to floor pate:  02/2012| B3 27.04.2021
with L-profiles Rovision

Horizontal and vertical installation | Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(FS-11) Flashing screw, RST c/c 300 mm

(AFPIL13) L-profile
(FC-11) Spike, c/c 600 mm

Paroc panel

(TR___) Joint insulation, Stone wool

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Pq roc Paroc Panel System: Original | Detail No.: OR-1-206

. P I Type: Partition detail Scale: 1:5] Revision: A

ane Subject: Pa_roc Panel_fixing to floor with bate.  02/2012 | Beyision 27 04.2021
System white U-profile

Vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Always use a tape roller on sealant

tapes to ensure %@

maximum sealant
effectivity!

(TT-61) Foundation sealant

(FC-11) Spike, concrete, c/c 600 mm

(FS-11) Flashing screw, RST c/c 300 mm Sealant if needed

(AFPLVW) White floor profile t=1.2...1.5

Ba

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
@ Panel

Paroc Panel System: Original Detail No.: OR-I-301

Type:

Partition detail Scale: 1:5] Revision: A

— — Revisi
Subject: Pgrog Panel_ﬁxmg to concrete roof bate:  02/2012| Beyision 27 04.2021
ystem with fire profiles —
Vertical installation Signature: KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01
Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106
Always use a tape roller on sealant
tapes to ensure
maximum sealant
effectivity!
—_—————— e — e —— 4
: < a4 A A .
| < . 7 A4 4|
I I
- |
|
© (FC-11) Spike, carbon steel, concrete c/c 400 mm
IS
g (FL-12) Fire profile 70*100*2.0 L=2400mm
3 when wall height > 3.5 m
\ (FS-11) Flashing screw cc 400 mm
Paroc Panel (TR___) Joint insulation, Stone wool

Attention!

The screws shall have enough capacity
on both sides, to resist loads from dead

weight of panel + support reaction
pressure load, up to 0.3 kN/m2 as

catenary construction in case of fire.

from
a

P B T A AR
(m) 25 50 | 75 | 100
35 [125 | 15 |20 | 20
4 15 20 | 20 |25
5 15 20 | 20 |25
6 20 20 | 25 | 30
7 20 25 | 25 | 30
8 20 25 | 30 |35
9 2.0 25 | 30 |35
10 25 30 | 30 |35

The table is valid for
pressure load < 0.3 kN/m2

(FL-11) Fireprofile 70*70*2, L=2400 mm, holes 10x30mm
(FL-12) Fireprofile 70*100*2, L=2400 mm, holes 10x50mm
(FL-13) Fireprofile 80*150*2, L=2400 mm, holes 10x70mm
Check required thickness in the table.

[X] Supplier Paroc Panel System

69



http://www.parocpanels.com

This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-I-401

. Pgnoecl Type: Partition detail Scale: 1:5] Revision: A
Subject: Corner WI'Fh flashings on internal and pate:  02/2012 | Beyision 27.04.2021
ystem external side ——
Vertical installation Signature: KjN | Signature: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

(AFPLV11) Inner corner flashing

(FS-11) Flashing screw, c/c 300 mm

Paroc panel

‘ (AFPLVB) Corner flashing

(TR___) Joint insulation, Stone wool

(FS-11) Flashing screw, RST c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel
System

Paroc Panel System: Original Detail No.: OR-I-402
Type: Partition detail Scale: 1:5| Revision: A
Subject: Paroc Panel fixing in T-corner bate.  02/2012 | Beyision 27 04.2021

Vertical installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Attention!

In fire partition walls/ceilings use
always screws and rivets of steel!

(AFPLV11) Inner corner flashing

(FS-11) Flas

hing screw, c/c 300 mm

Paroc Panel

(TR__) Joint

insulation, Stone wool

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
Panel

:. System

Paroc Panel System: Original Detail No.: OR-1-403
Type: Partition detail Scale: 1:5] Revision: A
Subject: Paroc Panel fixing in T-corner bate.  02/2012 | Beyision 27 04.2021
to concrete wall T Rovision
Vertical installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-I-105 and OR-I-106

Attention!

In fire partition walls/ceilings use
always screws and rivets of steel!

(AFPLV11) Inner corner flashing . —— e —.

(FS-11) Flashing screw, RST c/c 300 mm ST e |
v . <l

Paroc Panel EI A4 |

! S e

! 4 S Y%a |

! e

| e

} 4 a. Zl

== mu 3

(TR___) Joint insulation, Stone wool .<4 ]
(FC-11) Spike cc 300 mm I ER D S J_

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

pq roc Paroc Panel System: Original Detail No.: OR-1-404

. I Type: Partition detail Scale: 1:5| Revision: A

qne Subject: Paroc Panel fixing in corner bate.  02/2012 | Beyision 27 04.2021
ystem Horizontal installation : o —

Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-I-105 and OR-I-106

Attention!

In fire partition walls/ceilings use
always screws and rivets of steel!

(AFPLV11) Inner corner flashing

Panel fixing, see detail OR-PF1

(IF-11) Washer

Paroc panel

(TR__) Joint insulation, Stone wool

(FS-11) Flashing screw, c/c 300 mm

(AFPLA11) Vertical flashing

20
>20

>20

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc
:0 Panel
System

Paroc Panel System: Original Detail No.: OR-1-406
Type: Partition detail Scale: 1:5] Revision: A
Subject: Paroc panel fixing in corner with bate.  02/2012 | Beyision 27 04.2021
steel frame T Revision
Horizontal installation Signature: KjN | Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-I-105 and OR-I-106

(TR___) Joint insulation, Stone wool

Panel fixing, see detail OR-PF1

Paroc Panel

(IF-11) Washer

(AFPLVB) Corner flashing

—¥ %

(FS-11) Flashing screw, RST c/c 300 mm

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc

@ Panel

System

Paroc Panel System: Original Detail No.: OR-I-701
Type: Partition detail Scale: 1:5| Revision: A
Subject: Installation of door. bate.  02/2012 | Beyision 27 04.2021

Horizontal or vertical installation : Rovision —
Signature: KjN Signature: JeN

Notice: Principle Master Detail

Project specific changes on designer’s responsibility

Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Always use a tape roller on sealant

tapes to ensure
maximum sealant
effectivity!

Sealant tape or compound if needed

(FS-11) Flashing screw, RST c/c 300 mm

(TT-12) Joint sealant, inside

i

A AVATAIAY iann}
b

Paroc Panel

(AFPMU) Door profile 2mm (or 3mm if needed)

(AFPLA62) Window flashing if needed

Frame screws c/c300

Door frame

OR-1-701

[X] Supplier Paroc Panel System
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This detail has been done to help architects, engineers and installers when using PAROC panels.

Before using this detail, check latest version at www.parocpanels.com

Paroc Panel System: Original Detail No.: OR-I-901

. Pg noecl Type: Partition detail Scale: 1:5] Revision: A
. . H R .
Sys tem Subject: Penetration true Paroc Panel bate:  02/2012| Beyision 27 04.2021
.\ | Revisi
Signature: KjN Si%\gglt%rr]e: JeN
Notice: Principle Master Detail Project specific changes on designer’s responsibility Copyright Paroc Panel System 2019-07-01

Information about joint sealants in
internal walls can be found in details
OR-1-105 and OR-I-106

Paroc Panel

(FS-11) Flashing screw, RST c/c 300 mm

Expanding fire protetction sealant compound

lashing/Flange

(TR___) Joint insulation
Stone wool 30Kg/m3 compressed to 80

[X] Supplier Paroc Panel System
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